
TOCOM# 15358390 



Setting Up the GUIDE Pi_us+ Gold* System 



To complete GUIDE Plus+ Gold setup, you must have already connected the GUIDE Plus+ 
Gold controllers to your cable box and VCR if you have a VCR or Cable box . Refer to the 
Setup and Connections section of the User's Guide for additional information. 



You can set up the GUIDE Plus+ Gold 
system during Interactive Setup or by 
selecting the GUIDE PIus+ Menu from the 
Main Menu. 

During the Setup you will program the 
system to display your local program 
listings and control your cable box or 
VCR. After you complete each screen, 
press OK on the remote to advance . 



Select your Country and enter your ZIP 
or Postal code. 



This TV has Guide PLus+, the 
new on-screen program guide 
with one-button VCR recording. 
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The next series of screens asks you about 
your cable TV setup. If you have a cable 
box, you need to set the GUIDE Plus+ 
Gold system to control it . Otherwise, it 
may not be able to locate and download 
program information. 



Tune your cable box to Channel 2 and then 
select the brand of your cable box from the 
choices available . The system then searches 
for the correct code to control your cable 
box. When your cable box switches to 
channel 9 it has located the correct code. 



NOTE 

Channels 0 or 2-4 can be used for the cable 
box's output channel. "0" is used for VID E0 
IN PUT 1(IN PUT 2 cannot be used). 




*GDIDE Plus+ Gold is a trademark of Index Systems Inc. 



Select YES if the cable box changed to channel 9, or AD if it did not . If you select 
AD, the system will try another code . 

If GUIDE Plus+ Gold cannot recognize either your cable box or VCR after several 
tries, a screen stating A X^able Box (VCR) test failed. . .Please consult your manual and 
try again" appears . You have a choice to either Try Again or Skip Cable Box Setup. 
If this happens, you should: 

Double check the brand of your cable box or VCR, and try entering it again. 

Check to make sure the IR controllers are positioned correctly. 

If you choose to skip the cable box (or VCR) setup some features of the guide may 
not be available until you successfully complete this procedure. 
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Once the correct model of cable box has 
been identified, you need to set the cable 
box' s output channel . 

Enter the channel you normally use to view 
channels through your cable box-^usually 3 
or 4 . Consult your cable box' s instruction 
book or your cable company if you are not 
sure . Choose 0 to use VIDEO INPUT 1 . 



Select YES if you have a VCR, or NO if you do 
rot. 

(Answering NO automatically skips forward to 
the end of GUIDE Plus+ Gold setup. ) 

Tune your VCR to channel 2 and turn it off. 

Enter the brand of your VCR. 



When the GUIDE Plus+ Gold system correctly identifies the correct code for your VCR, 
the VCR' s tuner changes to channel 9 . 

Select YES if the VCR automatically changed to channel 9, or AD if it did not . 
If you select AD, the system will try another code. 




The last screen comes up when you've successfully finished the GUIDE Plus+ Gold setup. 
Remember: 

Leave your cable box turned ON to download program information . 

Leave your VCR turned OFF to record programs . 

Press OK to leave the GUIDE Plus+ Gold system setup and either return to the TV' s 
Interactive Setup or the Main Menu. 



GUIDE Plus+Gold Data 



The GUIDE Plus+ Gold system is not available until it completes its first download of 
program information. 

Vtien the power is turned off, the TV locates a "host channel" that carries GUIDE 
Plus+ Gold data containing program schedule and channel mapping information . A 
channel map is the list of stations and their respective channels . 

To ensure that your first download of data is complete, you should leave your TV off 
overnight. Downloads occur several times a day. The TV must be turned off for GUIDE 
Plus+ Gold data to download. 

If the TV loses power or is unplugged, GUIDE Plus+ Gold program information may 
be lost . When power is restored, make sure to review that the setup information is still 
correct . The GUIDE Plus+ Gold program will complete a download at the next 
available tine. 
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NOTE 

Since the program information 
provided by GUIDE Plus+ Gold is 
based on your locale, you will need 
to run setup again if you move. 
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Channel Mapping 



If more than one cable company services your area, you may be prompted with a Channel 
tapping screen after the first GUIDE Plus+ download. You will need to identify your cable 
company by selecting the correct channel numbers for the stations in question. 

Use the left and right arrows to change the channel group and press OK when the 
correct channel group is highlighted. 



GUIDE Plus+ Gold Menu 



NOTE 

GUIDE Plus+ Gold screens 
illustrated in this book are 
representations of what you are 
likely to see. N ot all channels, 
programs, and GUIDE Plus+ Gold 
information depicted will be 
available in your area. 

N ew features and options can be 
downloaded to the G U ID E Plus+ 
Gold system, so these too are 
subject to change. 



The TV' s menu system enables you to adjust some of the GUIDE Plus+ Gold settings . To 
access the GUIDE Plus+ Menu press MENU on the remote to bring up the Main Menu. 
Using the up and down arrows, point to GUIDE Plus+ Menu and press MENU or OK. The 
following options are available: 

OJIDE Plus+ Setup Displays the GUIDE Plus+ setup screen. 

Setup Setting up the GUIDE Plus+ system is detailed in the beginning of this booklet . 

View Demo Runs the GUIDE Plus+ demonstration. 
GUIDE Plus+ Label Displays the GUIDE Plus+ Label menu . 

Ch Displays the station name and shows title when you change channels . 

Off Disables the label & Title feature. 

GUIDE Plus+ Auto Display Displays the GUIDE Plus+ display options . 

On Automatically displays the Guide when you use the TV button on the remote to 
turn on the TV. 

Off Disables the Guide from being displayed when you use the TV button on the 
remote to turn on the TV. 

Continuous Demo Runs the GUIDE Plus+ demonstration until it is turned off. 




GUIDE Plus+Gold 



The GUIDE Plus+ Gold system is an interactive on-screen program guide that lists TV 
schedules for your area, and allows your TV direct control of a cable box and VCR. 

L Press GUIDE to bring up the GUIDE Plus+ Gold screen. 

There are five sections to a GUIDE Plus+ Gold screen : 

A row of Action buttons at the top of the screen numbered 1, 2 and 3 

Program information 

A row of Menu options 

Channel listings 

Advertising and special show information 



Action Program Menu 
Buttons Information Options 
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Getting In and 0 ut of the Guide 

To enter the Guide : 

Press GUIDE on the remote. 

There are three ways to exit the Guide : 

Press OK to exit the GUIDE Plus+ Gold system and tune to the channel highlighted in 
the Channel listing. 

Press GUIDE to exit the GUIDE Plus+ Gold system and tune to the channel displayed in 
the View window 

Press CLEAR to exit the GUIDE Plus+ Gold system and return to the original channel . 

GUIDE Plus+Gold Menus 

The GUIDE Plus+ Gold system offers six different options on the MENU bar: GRID, SORT, 
SCHEDULE, MESSAGES, EDITOR and SETUP. 

To access the Menu bar: 

Press GUIDE to bring up the GUIDE Plus+ Gold screen. 

Press MENU or use the up and down arrows to highlight the Menu bar. The Grid Guide 
comes up by default . 

Use the left and right arrows to access other menus . 

Press OK, MENU or use the down arrow to access the menu options . 



GUIDE 



0 K 



CLEAR 




Grid Guide 



The Grid Guide appears each time you enter the guide and displays the current programming 
for each channel. The live program is displayed in the video window. 

Use the up and down arrows to browse channel listings . Use the right and left arrows to 
browse future program listings . 

To select another menu, press MENU to highlight the Menu bar and then use the left and 
right arrows. 

To tune to a channel, highlight the program you want to view in the channel listing and 
press OK. Press CLEAR to exit the Guide and return to the original channel. Press 
GUIDE to exit the Guide and tune to the channel in the view window. 




Expanded Information 



To view more information about a program, advertisement or special, highlight the channel 
listing or ad and press the INFO button. Requesting more information about a particular 
show will also display the PlusCode and the Shows on Next for that channel . 

Pressing INFO while highlighting an ad panel will fill the screen with any additional and/or 
promotional information regarding that particular program. 

Press the INFO button again to exit the expanded information screen 
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Grid GuideAction Buttons 

Action buttons will change according to where you are in the guide . Be sure to look at the 
action bar before pressing the command numbers . 

When browsing the Channel listings, the following Action buttons are available on the bar: 
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Watch Press 1 on the remote to place a timer in the Schedule for the IV to turn on 
and tune to the program highlighted in the Channel listing. When the TV turns on the 
Guide will automatically appear with the scheduled program highlighted and tuned in 
the View window. 

GoTo Press 2 on the remote to bring up the direct dial box and enter the number of 
the channel to which you want to tune . This will highlight the channel and current 
program in the Channel listing of the Grid Guide . Press OK to tune to the highlighted 
channel. If the view window is unlocked, you can press GUIDE to tune to the channel 
as well. 

Record Press 3 on the remote to place a timer in the Schedule for the VCR to record 
the program highlighted in the Channel listing. If you have a cable box, changing 
channels on the TV will not cause the cable box channel to change while recording. 

The Program information window will display a confirmation when you have successfully 
created a t direr to watch or record. If you have selected two programs to watch or record 
which begin at the same time or overlap, you will receive a timer conflict message . The 
Guide will not schedule a conflicting timer, therefore you must choose between the two 
programs. 

When browsing the Channel logos (the left column on the Channel listing) , the following 
Action buttons are available on the bar: 




RECORD STOP PAUSE 

GD O QD 

PIP SWAP CH CTRL RESET 

□ □□□ 




Lock/Unlock Press 1 to lock or unlock the view window to either stay at one 
channel as you browse the Guide (lock) or change as you browse through different 
channels (unlock) . 

GoTo Press 2 on the remote to bring up the direct dial box and enter the number of 
the channel to which you want to tune . This will highlight the channel and current 
program in the Channel listing of the Grid Guide . Press OK to tune to the highlighted 
channel. If the view window is unlocked, you can press GUIDE to tune to the channel 
as well. 



Sort Menu 



The Sort Menu lets you browse programs by category. The channel to which you are 
currently tuned is displayed in the video window. 

1 Use the left and right arrows to select a category. Wnen the Sort menu is highlighted for 
the first time, the Abides category is displayed, thereafter the last category used 
becomes the default . A listing of subcategories is displayed. 

2 Use the up and down arrows to highlight a subcategory. For example, highlight All and 
press OK. 

3. When the listing comes up, All Morvles are displayed. Use the up and down arrows to 
browse the list of sorted programs one at a time . Use CH A and CHv to page through the 
result list . Seven days of programrring are listed in the Sort Msnu. 
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Select MENU to return to the menu bar, or press GUIDE or CLEAR to exit the GUIDE 
Plus+ Gold system. 



Sort Menu Action Buttons 

When viewing the results of a Sort the following Action buttons will appear on the bar: 
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Watch Press 1 on the remote to place a tinner in the Schedule for the IV to turn on 
and tune to the program highlighted in the Channel listing. When the TV turns on the 
Guide will automatically appear with the scheduled program highlighted and tuned in 
the View window . 

Record Press 3 on the remote to place a timer in the Schedule for the VCR to record 
the program highlighted in the Channel listing. If you have a cable box, changing 
channels on the TV will not cause the cable box channel to change while recording. 

The Program information window will display a confirmation when you have successfully 
created a t inner to watch or record. If you have selected two programs to watch or record 
which begin at the same time or overlap, you will receive a timer conflict message . The 
Guide will not schedule a conflicting timer, therefore you must choose between the two 
programs . 

Schedule 

The Schedule Menu lets you create timers for either viewing or recording programs . The 
GUIDE Plus+ Gold system allows one-button recording if you have connected the IR 
controller to your VCR. See the Setup and Connections section of your TV' s Instruction 
lyanual for more details on connecting the IR controller. 

To schedule a program to watch or record: 

Press GUIDE to bring up the GUIDE Plus+ Gold system. 
Highlight a program within the Channel listing. 

Select Watch or Record from the Action buttons bar. The timer is then automatically 
logged into the Schedule menu . The program information window will show 
confirmation of your selection. 

If you select Record, make sure to place a blank tape in the VCR. 

The Program information window will display a confirmation when you have successfully 
created a timer to watch or record. If you have selected two programs to watch or record 
which begin at the same time or overlap, you will receive a timer conflict message . The 
Guide will not schedule a conflicting timer, therefore you must choose between the two 
programs . 

To remove or change the frequency of a scheduled event, access the Schedule Menu frcm the 
Menu bar . 

Press GUIDE to bring up the GUIDE Plus+ Gold system. 
Press MENU to highlight the Menu bar. 
Use the right and left arrows to highlight Schecble. 

Use the up and down arrows to highlight the program you want to edit . 

Schedule Menu Action Buttons 

When viewing the Schedule menu the following Action buttons will appear on the bar: 



Remove Highlight the Watch or Record timer you wish to remove from the schedule 
and press 1 on the remote . 

Change Highlight the Watch or Record timer you wish to change and press 3 on the 
remote to toggle the frequency between the following choices : 

DAILY records the same program each day Monday through Friday. 
ONCE records only on that day. 

WEEKL Y records the program each week at the same time . 
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Messages 



Occasionally you will receive messages regarding your GUIDE Plus+ Gold system as well as 
special programming information. You can access these messages from the Message Menu 
on the Menu bar . 

To read messages : 

Highlight the message you wish to read by using the up and down arrows . 

Press INTO to display the full text of the message. If the text continues beyond the 
screen, press INFO to view the next page of text . Once you have reached the end of the 
message, pressing INFO closes the expanded information and returns you to the 
Messages screen. 

Messages Menu Action Buttons 

When viewing the Messages menu the following Action buttons will appear on the bar : 



* MM J* 



Remove Highlight the message you wish to delete and press 1 on the remote . 

Editor 

You may customize the channel listing by enabling or disabling the display of certain 
channels. For instance, you may disable channels that you never watch. You can restore 
disabled channels at a later point in time. 

Press GUIDE to bring up the GUIDE Plus+ Gold system. 

Press MENU to highlight the Menu bar. 

Use the right and left arrows to highlight Editor. 

Use the up and down arrows to select a channel . 

Editor Menu Action Buttons 

While browsing the Editor menu the following Action buttons are available on the bar: 
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Cancel Press 1 on the remote to cancel any changes made since entering the 
Editor Menu. 

Change Press 2 on the remote to change the channel number for the highlighted 
channel line. 

On/Of f Press 3 on the remote to toggle the state of the channel between On and Off. 

Troubleshooting 

Troubles sometimes are caused by simple "faults" that you can correct without the help of a 
service technician. If you experience any difficulty with your TV or Guide system, check a 
few basic remedies before calling your service technician. 

Program information does not download 

Review your setup information and make sure it is correct . 

The TV must be off in order to download information. leave your TV off overnight, for 
at least 10 hours, to receive a download for your area. 

If you are using a cable box, make sure the cable box is on in order to receive program 
information. 

Scheduled Watch or Record does not occur 

Check Schedule for timer conflicts . 

Check that IR controllers are attached securely and directly over the remote sensor. 
For more Troubleshooting information, see your TV User's Manual. 
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Configuration 
et fonctions 



TOCOM# 15358390 



Configuration du systeme GUIDE Pi_us+ Gold : 



Pour realiser la configuration du GUIDE Plus+ Gold, les controleurs GUIDE Plus+ Gold doivent 
deja etre connectes sur le cablo-selecteur et magnetoscope, si vous disposez de l'un des deux. 
Pour plus de details, oonsultez le section Installation et connexions dans le Guide de l'utilisateur. 



Vous pouvez configurer le systeme 
GUIDE Plus+ Gold via la configuration 
interactive ou en selectionnant GUIDE 
Plus+ Menu depuis le menu principal. 

C est au cours de la configuration que vous 
programmez 1' af f ichage de la liste des 
emissions locales et le f onctionnement du 
cablo-selecteur ou du magnetoscope . Apres 
avoir termine avec chaque ecran, appuyez 
sur OK sur la telecommande pour passer a 
1' ecran suivant . 



Selectionnez votre pays et entrez votre 
code postal. 



Uhe serie d' ecrans vous interrogent ensuite 
sur la configuration de votre cablcdif fusion. 
Si vous avez un cablo-selecteur, il doit etre 
commande a partir du systeme GUIDE Plus+ 
Gold, au risque de ne pas pouvoir localiser et 
telecharger les informations sur les emissions. 



Reglez votre cablo-selecteur sur le canal 2, puis 
selectionnez la marque de votre cablo-selecteur 
a partir de la liste foumie. le systeme recherche 
ensuite le bon code qui lui permettra de 
commander le cablo-selecteur. Lorsque le 
cablo-selecteur passe au canal 9, cela signif ie 
qu' il a trouve le bon code . 



REGLAGE 

e TV a GUIDE PLus+ Le nouv. 
guide horaire sur I 'ecran 
avec programm. VCR a 1 bout on. 



1 Activ. GUIDE PLus+ 
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REMARQUE 

Les canaux 0 ou 2-4 peuvent etre utilises 
comme canal de sortie du cablo-selecteur."0" 
est utilise pourVIDEO INPUT1 (INPUT 2 ne 
peut etre utilise). 



*GUIDE Plus+ Gold est une marques deposee de Index Systems Inc. 



Selectionnez YES si le cablo-selecteur est passe au canal 9, et AD dans le cas contraire. Si 
vous selectionnez AD, le systeme essaiera un autre code . 

Si GUIDE Plus+ Gold ne reconnait ni votre cablo-selecteur ni votre magnetoscope apres 
plusieurs tentatives, le message "Cable Box (VCR) test failed. . . Please consult your manual 
and try again" (Echec de test du cablo-selecteur (VCR) . . . Veullez consulter votre manuel et 
essayer de nouveau) s'affiche. Vous pouvez soit essayer de nouveau, soit sauter la 
configuration du cablo-selecteur. Si cette situation se presence, vous devez : 

Verifier de nouveau la marque de votre cablo-selecteur ou de votre magnetoscope et le 
selectionner de nouveau ; 

Verifier que les controleurs JR sont places correctement . 

Si vous choisissez de sauter l'etape de configuration du cablo-selecteur (ou du 
magnetoscope) , vous pourriez ne pas avoir acces a certaines fonctions decrites dans ce guide. 
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Apres avoir correctement identif ie le modele du 
cablo-selecteur, vous devez programmer le canal 
de sortie oil cablo-selecteur. 

Entrez le canal utilise pour syntoniser les canaux 
via votre cablo-selecteur, generalement 3 ou 4 . 
Consultez le manuel du cablo-selecteur ou le 
cal3lc--distributeur si vous n'etes pas certain. 
Selectionnez 0 pour utiliser VIDEO INPUT 1 . 



Selectionnez YES si vous avez un magnetoscope, 
AD si vous n' en avez pas . 

(En repondant AD, vous passez directement a la 
fin de la configuration GUIDE Plus+ Gold. ) 

Reglez votre magnetoscope sur le canal 2 et 
eteignez-le. 

Entrez la marque de votre magnetoscope . 
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Lorsque le systeme GUIDE Plus+ Gold identif ie correctement le code de votre magnetoscope, le 
syntoniseur du magnetoscope passe au canal 9 . 

Selectionnez YES si le magnetoscope est syntonise sur le canal 9, AD s' il ne 1' est pas . 
Si vous selectionnez AD, le systeme essaiera un autre code . 



Cet ecran s'affiche a la fin d'une configuration reussie du systeme GUIDE Plus+ Gold. 
N'ouhliez-pas de : 

Laisser le cablo-selecteur allume pour telecharger les informations sur les emissions . 

Laisser le magnetoscope eteint pour enregistrer des emissions . 

Appuyez sur OK pour quitter la configuration du systeme GUIDE Plus+ Gold et revenir a la 
configuration interactive ou au menu principal . 
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Don n ees GUIDE Pi_us+ Gold 



Le systeme GUIDE Plus+ Gold est operationnel seulement apres son premier 
telechargement des informations sur les emissions . 

lorsque 1' alimentation est coupee, le televiseur cherche le "canal note" af f ichant les 
donnees GUIDE Plus+ Gold qui contiennent 1' horaire des emissions et les informations sur 
le mappage des canaux. La liste des canaux enumere les stations et leurs canaux respectifs. 

Pour verifier que votre premier telechargement de donnees est termine, laissez le televiseur 
eteint pour la nuit . En cas de coupure de courant ou de debranchement du televiseur, il se 
peut que les donnees du programme GUIDE Plus+ soient perdues. Une fois 1' alimentation 
retablie, verif iez que les donnees de configuration sont tou jours correctes . Le programme 
GUIDE Plus+ Gold executera un telechargement a la prochaine heure disponible . 

Les telechargements se font plusieurs fois par jour. le televiseur doit etre eteint pour 
telecharger les donnees GUIDE Plus+ Gold. 



REMARQUE 

L'information sur les emissions fournie 
par GUIDE Plus+ Gold estproprea 
votre region ; il faudra done executer 
de nouveau le programme de 
configuration si vous demenagez. 
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Mappage des canaux 



Si votre region est desservie par plusieurs car;lo-distributeurs, il se peut qu'un ecran de mappage 
des canaux s' affiche apres le premier telechargement GUIDE Plus+ Gold. Vous aurez besoin 
d' identifier votre cablo-distributeur en selectionnant les nurreros de canaux correspondant aux 
stations. 

Utilisez les f leches gauche et droite pour modifier le groupe de canaux et appuyez sur OK 
ou MENU lorsque le groupe de canaux approprie est mis en surbrillance . 



MENU GUIDE PLUS+ 



REMARQUE 

Les ecransTV GUIDE Plus+ illustres 
dans ce livret sont representatifs des 
ecrans que vous etes susceptible de 
voir. Par contre, les canaux, les 
emissions et les informations TV 
GUIDE Plus+ figurant ici ne sont pas 
toutes disponibles dans votre region. 

D es no u velles fo nctio ns et o ptio ns 
peuvent etre telechargees dans le 
systeme TV GUIDE Plus+, et sont 
aussi sujettes a des modifications. 



Vous pouvez ajuster les reglages de GUIDE Plus+ Gold. Pour acceder au Menu GUIDE 
Plus+ appuyer sur MENU sur la telecommande pour af f icher la Menu Principal . 
Designez Menu GUIDE Plus+ et appuyez sur MENU ou OK. 

Reglage du GUIDE Plus+ Affiche 1' ecran de configuration du systeme GUIDE Plus+. 

Reglage La configuration du systeme GUIDE Plus+ est expliquee en details dans la 
brochure GUIDE Plus+ . 

Demonstration illustree Execute une demonstration de GUIDE Plus+ . 

Etiquette GUIDE Plus+ Affiche le menu Etiquette GUIDE Plus+. 

CN (Active) Affiche le nom de la station de 1' emission quand vous changez de 
canaux. 

CEF (Desactive) Desactive la fonction Etiquette. 

Af f ichage autcmatique GUIDE Plus+ Demontre les options d' af f ichage GUIDE Plus+ . 

CN (Active) Affiche automat iquement le Guide quand vous utilisez le bouton IV 
sur la telecarmande pour allumer le televiseur. 

CEF (Desactive) Empeche le Guide d' etre affiche quand vous utilisez le bouton TV 
sur la telecarmande pour allumer le televiseur. 

Demonstration continue Execute une demonstration du systeme GUIDE Plus+ jusqu' a 
ce que l'on arrete la demonstration. 




3 Ecran 

4 Canal 

5 HorLoge 
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MENU DU GUIDE PLUS+ 




GUIDE Plus+Gold 



le systeme GUIDE Plus+ Gold est un guide d' emissions interactif a 1' ecran qui liste l'horaire des 
emissions dans votre region et permet a votre televiseur de corrmander directement un cablo- 
selecteur et un magnetoscope . 

1 Appuyez sur GUIDE pour aff icher 1' ecran GUIDE Plus+ Gold. 
1/ ecran GUIDE Plus+ Gold se compose de cinq sections : 

Une rangee de boutons Action au sommet de 1' ecran numerates 1, 2 et 3 
Informations sur les emissions 
Une rangee d' options de menu 
Listes des canaux 

Publicite et informations sur les emissions speciales 



Boutons Informations Options 
Action sur emissions de menu 




pub/ Information listes des canaux 
sur emission 
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Pour entrer et sortir du Guide 

Pour acceder au Guide : 

Appuyez sur GUIDE sur la telecorrmande . 

Vous pouvez quitter le Guide de trois rranieres : 

Appuyez sur OK pour quitter le systeme GUIDE Plus+ Gold et syntonisez le canal mis en 
surbrillanoe dans la liste des canaux. 

Appuyez sur GUIDE pour quitter le systeme GUIDE Plus+ Gold et syntonisez le canal af f iche 
dans la fenetre View. 

Appuyez sur CLEAR pour quitter le systeme GUIDE Plus+ Gold et revenir au canal d' origine . 

MenusGUIDE Plus+Gold 

le systeme GUIDE Plus+ Gold of fre six cliff erentes options sur la barre de menus : GRID (GRILLE) , 
SORT (TRI), SCHEDULE (HORAIRE) , MESSAGES, EDITOR (EDITEUR) et SETUP 
CONFIGURATION) . 

Pour acceder a la barre de menus : 

Appuyez sur GUIDE pour afficher l'ecran GUIDE Plus+ Gold. 

Appuyez sur MENU ou utilisez les f leches haut ou bas pour mettre en surbrillance la barre 
de menus . Grid Guide s' af f iche par def aut . 

Utilisez les f leches gauche et droite pour acceder a d' autres menus . 

Appuyez sur OK, MENU ou utilisez la f leche bas pour acceder a d' autres options . 



GUIDE 



OK 



CLEAR 




WHO-INPUT ^ ANTENNA 

#°# m 

REVERSE PLAY FORWARD 



RECORD STOP PAUSE 

GO GD QD 

PIP SWAP CH CTRL RESET 

□ □□□ 




Grid Guide 



Le Grid Guide s' af f iche chaque f ois que vous entrez dans le guide et af f iche la prograrrmation 
courante pour chaque canal. L' emission en direct s'affiche dans la fenetre video. 

Utilisez les f leches haut ou bas pour explorer les listes de canaux. Utilisez les f leches droite 
et gauche pour explorer la prograrrmation future . 

Pour selectionner un autre menu, appuyez sur MENU pour mettre en surbrillance la barre de 
menus, puis utilisez les f leches gauche et droite. 

Pour syntonisez un canal, mettez en surbrillance 1' emission que vous desirez visualiser dans 
la liste des canaux et appuyez sur OK. Appuyez sur CLEAR pour quitter le Guide et revenir 
au canal d' origine . Appuyez sur GUIDE et syntonisez le canal dans la fenetre de 
visualisation. 




Informations developpees 



Pour afficher d' autres informations au sujet d'une emission, d'une publicite ou d'un programme 
special, mettez en surbrillance la liste des canaux ou la publicite et appuyez sur le bouton INFO. 
Toute demande d' informations additionnelles af f ichera aussi PlusCode et Shows on Next pour ce 
canal. 

Le fait d'appuyer sur INFO pendant la mise en surbrillance d'un panneau publicitaire provoquera 
l'affichage a l'ecran d' informations additionnelles ou prcmotionnelles qui existent a propos de cette 
emission particuliere . 

Appuyez de nouveau sur le bouton INFO pour quitter 1' ecran d' informations developpees . 




■ ■■- j -J -H-n > *i 
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BOUTONSACTION DU G RID GUIDE 

Les boutons Action changent selon l'endroit ou vous etes dans le guide. N'oubliez pas de 
regarder la barre Action avant d' appuyer sur les numeros de commande . 

Lorsque vous explorez les listes des canaux, les boutons Action suivants sont disponibles sur la 
barre : 



-A- EuTu ] * Ftawi 



Watch Appuyez sur 1 sur la telecommande pour placer une minuterie dans l'horaire des 
emissions pour que le televiseur s'allume et syntonise 1' emission mise en surbrillance dans 
la liste des canaux. Lorsque le televiseur s' allure, le Guide s' aff ichera autaratiquement 
avec V emission prograrrmee mise en subrilliance et syntonisee dans la fenetre de 
visualisation. 

GoTCo Appuyez sur 2 sur la telecommande pour af f icher la boite d' acces direct et entrez le 
numero de canal que vous aimeriez syntoniser . Ceci mettra en surbrillance le canal et 
1' emission courante dans la liste des canaux du Grid Guide. Appuyez sur OK pour mettre en 
surbrillance le canal. Si la fenetre de visualisation est verrouillee, vous pouvez appuyer 
aussi sur GUIDE pour syntoniser le canal . 

Record Appuyez sur 3 sur la telecommande pour placer une minuterie dans l'horaire des 
emissions pour que le magnetoscope enregistre 1' emission mise en surbrillance dans la liste 
des canaux. Lorsque vous enregistrez a l'aide d'un cablo-selecteur, le changement de 
canaux sur le televiseur ne provoque pas le changement des canaux sur le cablo-selecteur. 

La fenetre d' informations sur les emissions af f ichera une confirmation apres la creation reussie 
d'une minuterie a des fins de visualisation ou d' enregistrement . Si vous avez selectionne deux 
emissions a visionner ou a enregistrer que debutent a la meme heure ou qui se chevauchent, un 
message de conflit horaire s'aff ichera. En cas de conflit horaire, la prograrrmation du Guide est 
impossible. Vous devez done choisir l'une ou 1' autre de ces deux emissions. 

Apres exploration des logos de canaux (colonne de gauche dans la liste des canaux) , les boutons 
suivants sont disponibles sur la barre : 



lock/Unlock Appuyez sur 1 pour verrouiller ou deverrouiller la fenetre de visualisation 
pour que celle-ci reste sur un canal lorsque vous explorez le guide (verrouillee) ou change 
lorsqje vous f aites def iler les canaux (deverroui 1 lee) . 

GoTo Appuyez sur 2 sur la telecemmande pour aff icher la boite d' acces direct et entrez le 
numero de canal que vous souhaitez syntoniser . Ceci mettra en surbrillance le canal et 
1' emission courante dans la liste des canaux du Grid Guide . Appuyez sur OK pour 
syntoniser le canal mis en surbrillance. Si la fenetre de visualisation est verrouillee, vous 
pouvez egalement syntoniser le canal en appuyant sur GUIDE . 



Menu Sort 

Le menu Sort vous permet d' explorer les emission par rubriques . Le canal en cours est aff iche 
cans la fenetre de visualisation. 

1 Utilisez les f leches gauche et droite pour selectionner une rubrique . Lorsque le menu Sort 
est mis en surbrillance pour la premiere fois, la rubrique M3td.es est af f ichee, apres quoi la 
demiere categorie utilisee devient la selection par def aut . Une liste des sous-rubriques est 
affLchee. 

2 Utilisez les f leches haut et bas pour mettre en surbrillance une sous-rubrique. Par exemple, 
mettez en surbrillance All et appuyez sur OK. 




3. Lorsqje la liste s' aff iche, ALL Mjvi&s est aff iche. Utilisez les f leches haut et bas pour 

explorer la liste des programmes tries un a la f ois . Utilisez GH+ et CH- pour passer d' une 
page a 1' autre de la liste . Sept jours de prcgrarrnation f igurent dans le menu Sort . 

4 Select ionnez MENU pour revenir a la barre de menus, ou appuyez sur GUIDE ou CLEAR 
pour quitter le systeme GUIDE Plus+ Gold. 
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BOUTONSACTION DU MENU SORT 

Lorsque vous oonsultez les resultats d'un tri, les boutons Action suivants s' af fichent sux la barre: 



14 Ul 3» ItFieoj 



Watch Appuyez sur 1 sur la telecorrmande pour placer une minuterie dans 1' horaire des 
emissions pour que le televiseur s'allume et syntonise 1' emission mise en surbrillance dans la 
liste des canaux. Lorsque le televiseur s' allure, le Guide s' aff ichera autcmatiquement avec 
1' emission prograrrmee mise en subrilliance et syntonisee dans la fenetre de visualisation. 

Record Appuyez sur 3 sur la telecorrmande pour placer une minuterie dans 1' horaire des 
emissions pour que le magnetoscope enregistre 1' emission mise en surbrillance dans la liste 
des canaux. Lorsque vous enregistrez a l'aide d'un cablo-selecteur, le changement de canaux 
sur le televiseur ne provoque pas le changement des canaux sur le cablo-selecteur. 

La fenetre d' informations sur les emissions af f ichera une confirmation apres la creation reussie 
d'une minuterie a des fins de visualisation ou d' enregistrement . Si vous avez selectionne deux 
emissions a visionner ou a enregistrer que debutent a la meme heure ou qui se chevauchent, un 



message de conflit horaire s'aff ichera. En cas de conflit horaire, la prograrrmation du Guide est 
impossible. Vous devez done choisir l'une ou 1' autre de ces deux emissions. 

Schedule (Horaire) 

Le menu Schedule vous permet de creer des minuteries pour la visualisation ou 1' enregistrement 
d' emissions. Le systeme GUIDE Plus+ Gold autorise 1' enregistrement une touche si vous avez 
connecte le controleur IR a votre magnetoscope. Consultez le manuel d' instructions de votre 
televiseur pour plus de details sur la connexion du controleur IR. 

Pour programmer une emission pour la visualisation ou 1' enregistrement: 

Appuyez sur GUIDE pour afficher le menu GUIDE Plus+ Gold. 
Mettez en surbrillance une emission dans la liste des canaux. 

Selectionnez Watch ou Record depuis la barre des boutons Action . La minuterie est ensuite 
automatiquement enregistree dans le menu Schedule . La fenetre d' information sur les 
emissions aff ichera la confirmation de votre selection. 

Si vous avez selectionne Record, n' oubliez pas d' inserer une videocassette vierge dans le 
magnetoscope . 

La fenetre d' informations sur les emissions aff ichera une confirmation apres la creation reussie 
d' une minuterie a des fins de visualisation ou d' enregistrement . Si vous avez selectionne deux 
emissions a visionner ou a enregistrer que debutent a la meme heure ou qui se chevauchent, un 
message de conflit horaire s' aff ichera. En cas de conflit horaire, la prograrrmation du Guide est 
impossible. Vous devez done choisir l'une ou 1' autre de ces deux emissions. 

Pour supprimer ou mcdif ier la frequence d' une emission reguliere, accedez au menu Schedule 
dans la barre de menus . 




Appuyez sur GUIDE pour afficher le menu GUIDE Plus+ Gold. 

Appuyez sur MENU pour mettre en surbrillance la barre de menus . 

Utilisez les f leches droite et gauche pour mettre en surbrillance Schedule. 

Utilisez les f leches haut et bas pour mettre en surbrillance 1' emission que vous desirez 
rrcdifier. 

Boutons Action du menu Sort 

Lorsque vous consultez le menu Schedule, les boutons Action suivants s'af fichent sur la barre: 



Remove Mettez en surbrillance la minuterie Watch ou Record que vous desirez supprimer 
de l'horaire et appuyez sur 1 sur la telecorrmande . 

Change Mettez en surbrillance la minuterie Watch ou Record que vous desirez modifier et 
appuyez sur 3 sur la telecorrmande pour basculer entre les choix suivants : 

DAILY enregistre la meme emission du lundi au vendredi. 
ONCE enregistre seulement au cours du jour specif ie. 
WEEKLY enregistre 1' emission chaque semaine a la meme heure. 
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Messages 



Vous recevrez a 1' occasion des messages concernant votre systeme GUIDE Plus+ Gold ainsi que 
des informations sur les emissions speciales . Vous pouvez acceder a ces messages depuis le 
menu Message ou la barre de menus . 

Pour lire les messages: 

Mettez en surbrillance le message que vous desirez lire en utilisant les f leches haut ou bas . 

Appuyez sur INFO pour af f icher le texte ccmplet du message . Si le texte se prolonge a 
l'exterieur de l'afficheur, appuyez sur INFO pour lire la page de texte suivante. Une fois 
arrive a la fin du message, le fait d' appuyer sur INFO ferme la f enetre etendue et vous 
ramene a l'ecran Messages. 

BOUTONSACTION DU MENU MESSAGES 

Lorsque vous consultez le menu Messages, les boutons Action s'affichent sur la barre : 



Remove Mettez en surbrillance le message que vous desirez supprimer et appuyez sur 1 sur 
la telecommande . 



r 

Editor (Editeur) 



Vous pouvez personnaliser la liste des canaux en activant ou en desactivant 1' af f ichage de certains 
canaux. Par exemple, vous pouvez desactiver des canaux que vous ne regardez jamais. Vous 
pouvez restaurer les canaux desactives ulterieurement . 

Appuyez sur GUIDE pour aff icher le menu GUIDE Plus+ Gold. 

Appuyez sur MENU pour mettre en surbrillance la barre de menus . 

Ubilisez les f leches droite et gauche pour mettre en surbrillance Editor. 

Ubilisez les f leches haut et bas pour selectionner un canal . 

BOUTONSACTION DU MENU EDITOR 

Lorsque vous consultez le menu Editor, les boutons Action s' af f ichent sur la barre: 



I* feral ZftCknp 



Cancel Appuyez sur 1 sur la telecommande pour annuler les modifications apportees 
depuis que vous etes entre dans le menu Editor. 

Change Appuyez sur 2 sur la telecommande pour modifier le numero de canal pour le 
canal mis en surbrillanoe. 

On/Off Appuyez sur 3 sur la telecommande pour faire basculer le canal entre marche et 



Depannage 



Des problemes surviennent parf ois a la suite d' erreurs simples que vous pouvez corriger sans 
1' assistance d'un technicien reparateur. Si vous renoontrez des difficulties avec votre televiseur, 
faites quelques verifications de base avant d'appeler un technicien. 

les informations sur les emissions ne se tplprhangent pas 

Passez en revue votre configuration et corrigez-la au besoin. 

Pour telecharger des informations, le televiseurdoit etre eteint . laissez le televiseur eteint 
pour la nuit, pendant au moins 10 heures pour telecharger les informations pour votre region. 

Si vous ubilisez un cablo-selecteur, assurez-vous qu' il est allure af in de recevoir les 
informations sur les emissions . 

La visualisation ou l'enregistremant programme ne s'est pas cJecQenche 

Verif iez 1' horaire pour voir s' il y a oes conflits horaires . 

Verifiez que les controleurs IR sont bien fixes et directement par-dessusle telecapteur. 
Pour plus d' informations sur le depannage, consultez le Manuel de l'utilisateur du televiseur. 
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PROSCAN 



Important Information 



WARNING 

To reduce the risk of fire or shock 
hazard, do not expose this TV to 
rain or moisture. 



WARNING 



RISK OF ELECTRIC 
ISHOCKDO NOTOPEN 



To reduce the risk of electric shock, do not remove 
cover (or back). N o user serviceable parts inside. Refer 
servicing to qualified service personnel. 



This symbol indicates 



"dangerous voltage" inside the 
product that presents a risk of 
electric shock or personal injury. 



A 



This symbol indicates 
important instructions 
accompanying the product. 




Caution: To reduce the risk of electric shock, match wide 
blade of plug to wide slot, fully insert. 

Attention: Pour eviter les chocs electriques, introduire la lame 
la plus large de la fiche dans la borne correspondante de la 
prise et pousser jusqu au fond. 



Refer to the identification/rating label located on the back 
panel of your product for its proper operating voltage. 

FCC Regulations state that unauthorized changes or modifications to this 
equipment may void the user's authority to operate it. 

If fixed (non-moving) images are left on the screen for long periods, they may 
be permanently imprinted on the screen. Such images include network logos, 
phone numbers, and video games. This damage is not covered by your 
warranty. Extended viewing of channels displaying these images should be 
avoided. 

Cable TV Installer: This reminder is provided to call your attention to Article 
820-40 of the N ational Electrical Code (Section 54 of the Canadian Electrical 
Code, Part 1) which provides guidelines for proper grounding and, in particular, 
specifies that the cable ground shall be connected to the grounding system of the 
building as close to the point of cable entry as practical. 



The GUIDE Plus+ Gold system is manufactured under license from Index 
Systems Inc. 
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Set up and Connections 



Getting started 



This manual is designed to get you started quickly. 
The first four sections of the manual show you how 
to get yourTV Setup and Connected, run the 
Interactive Setup, Program the Remote, and use all of 
the Features and Menus of yourTV. 

The Reference section in the back of the book 
contains troubleshooting tips, care and cleaning 
instructions, accessory ordering information and your 
warranty. 

Well... if yourTV's out of the box, let's get started. 



J_ Set u p a n d 

connections 

- v V 

2 Inter active set u p 

3 Usi n g t h e r emo t e 




Y 



4 Features and Menus 



5 Refer en c e 



/ \ 

Check out the notes that have been 
added throughout the manual in these 
Tip Boxes. There are some important 
tips that will help you get the most from 
yourTV. 

V / 
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Set up and Connections 



Step 1: Unpack theTV 

Make sure to locate the remote control and your GU IDE Plus+ Booklet. 

Step 2:Connecting yourTV 

There are three types of connections outlined in this section: 

TV Only: If you're only going to connect the 

TV to your home antenna or cable 
system. 

If you're going to connect the TV to a 
VCR or satellite receiver. 

If you're going to make multiple 
connections, hooking up the TV to 
one or two VCRs, DVD player, and a 
satellite receiver. 

Cable information and illustrations are given for each type of 
connection. 0 nee you have completed your desired connection you 
may skip forward to Step 3. 



The Basic Connection: 



Advanced Connections: 



TV Only 

This is a basic connection from an antenna or cable system to yourTV. 
Connect the cable into the Cable/Antenna jack as shown. 

Cables 

You will use the following cable to make your connection: 

Coaxial Cable: These cables carry audio and video 
signal to the TV from an antenna, cable, or 
cablebox. 



Important Stand Information 
Direct View TVs: 13" -36" 
diagonal 

CAUTION: Choose the location for your 
TV carefully. Take precautions that the 
stand or other furniture the TV is placed 
on is properly located (see Important 
Safeguards sheet) and of adequate size 
and strength to prevent the TV from 
accidentally being tipped over, pushed 
off, or pulled off. This could cause 

damage 10 me i v anuyor perajnai injury. " 

Before You Connect 

Protect against power surges: 

• Connect all components before 
plugging any power cords into the wall 
outlet. 

• Turn off the TV and/or component 
before connecting or disconnecting 
any cables. 

• M ake sure all antennas and cables are 
properly grounded. Refer to your Safety 
Tips sheet packed with yourTV. 



CABLE, CABLE BOX, OR ANTENNA 




INPUT 1 

VIDEO 

.r© 
m L © 



© © © 



©"!„ 
© J 

AUDIO OUTPUT 




Once you have completed this connection you may skip to Step 3. 
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Set up and Connections 



The Basic connection 

The basic connection below (TV and VCR) is the most common 
connection and is therefore used to illustrate a single component 
connection with your TV. For better sound and picture quality and 
multiple component connection information refer to the next section, 
Advanced Connections. 

Cables 

You will use the following cable to make your connection: 

Coaxial Cables: These cables carry both the audio 
and video signal to the TV from an antenna, cable, 
or cablebox. In this connection, a second Coaxial 
Cable carries the signal through the VCR to the TV 




CABLE, CABLE BOX, OR ANTENNA 



VCRl 










IN FROM ANT CH3 
^ CH4D 


OUT 






VIDEO AUDIO 


OUT^OTV 



TV 




INPUT 1 

VIDEO ( 



AUDIO OUTPUT 



How to View theVCR 

To watch the VCR in this connection tune TV to 
Channel 3 or 4. 

Later, in the Interactive Setup section you will 
program the TV to automatically tune to Channel 3 
or 4 when you turn on the VCR. 



0 nee you have completed this connection you may skip to Step 3, 
"Connecting the IR Controller." 
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Set up and Connections 



Advanced Connections 

Advanced connections give you better sound and video by separating 
the audio and video signals and enable you to connect multiple 
components. 

This section describes the types of inputs available on the back of your 
TV and suggests ways you can use them for optimum performance. 



0 nee you have made your connections 
you will need to program the TV to tune 
to the correct Video IN PUT channel in 
order to see and hear audio and video 
from the component. You will program 
this later in the Interactive Setup. 



Back of theTV 

The diagram below describes each of the back panel jacks. When 
connecting A/V cables, be sure to connect corresponding OUTPUTS 
and INPUTS (Video to Video, Right Audio to Right Audio, etc.). 



Input 1 

Connect any of the following components: 

• VCR • Internet Access Device 

• Laserdisc Player • DVD Player 

• Satellite Receiver 

To view the component connected to Input 1: 
U se the W H 0 • IN PU T button on the remote. 



Input 2 

Connect any of the following components: 

• VCR • Internet Access Device 

• Laserdisc Player • DVD Player 

• Satellite Receiver 

To view the component connected to Input 2: 
U se the W H 0 • IN PU T button on the remote. 



S-Video 

This optional 
connection 
can be used 
for better 
video quality 
picture. 



\ 



EXTERNAL INTERNAL 

SPEAKERS 



INPUT 1 

VIDEO 



JDIO \£/ 



z 



SI 



IS 



m\m\ 



INPUT 2 

VIDEO L— AUDIO— R 

© © © 



© "I 

^-^ AUDI! 



AUDIO OUTPUT 



Z 




Audio Outputs 

Connect to an audio receiver or 
amplifier for variable controlled 
or fixed level stereo output. 



Cable/Antenna 

Takes the signal input from a cable, 
cable box, or an off-air antenna. Can 
also be used for basic component 
connections. 



Speaker Terminals 

Use to connect external 
speakers for surround sound. 
Make sure the Speaker 
Selection is set to 
EXTERNAL. 



S-Video 

This optional connection can 
be used for better video 
quality picture. 



VCR Control 

Connect Guide Plus+ 
controller for one-button 
recording and channel 
tuning from the Guide. 
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Set up and Connections 



Sample Connections 

The following are sample connection scenarios which you may 
encounter when connecting components to your TV. Note: those 
components which offer an S-Video connection, such as DVD, VCR or 
Satellite Receivers, must match their S-Video connection with their 
audio IN PUT connection. 

Cables 

You will use the following cable to make your connection: 

Coaxial Cables: Carries the signal from the 
antenna or cable directly to the television or 
through a cablebox, as needed by your cable 
system. 

Audio/Video Cables: Carries sound and video 
from the component to the TV. 

S-Video Cable: Carries video from an S-Video 
capable component which provides best 
picture quality. 

TV and Stereo VCR 



CABLE, CABLE BOX, OR ANTENNA 




VCR 




Cautions: 

Position cables to Avoid Audio Hum or 
Interference 

• Insert all cables firmly into jacks. 

• Place the audio/video cables to the 
sides of the TV's back panel instead of 
straight down the middle. 

• Try not to coil any twin-lead cables 
and keep them away from the audio/ 
video cables. 

Protect your components from 
Overheating 

• Do not block ventilation holes in any 
of the components. Arrange the 
components so that air can circulate 
freely. 

• Do not stack components. 

• Allow adequate ventilation when 
placing your components in a stand. 

• Place an amplifier on the top shelf of 
the stand so heated air rising from it 
will not flow around other 
components. 



IN © © © 

VIDEO R AUDIO L 
OUT © © © 




IN FROM ANT 



CH4 L 





E3 


la 


E3 


13 


■ S » AKERS 











L-AUDIO— R S-VIDEO 



© © 




How to View YourVCR 

To watch the VCR in this connection, press TV to put the 
remote control into TV mode, then press WHO • IN PUT to 
scroll through the video input channels until you tune to 
VID1 input. 

In the Interactive Setup section you can program the TV 
to automatically tune to the VID1 input channel when 
you turn on the VCR. 



Compared to the Basic Connection, using audio, video and 

S-Video (if available) cables will enhance the sound and picture quality 

from a component. 



Most Audio/Video cables are combined 
into one cable with three heads on each 
end. 



Video (yellow) 



Audio (red) 



We show individual 
cables in these 
sample 

connections. Either 
may be used, but 
you must be sure to 
connect Video to Video, Right to Right 
and Left to Left. 




Audio (white) 
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Set up and Connections 



TV,VCR and Satellite Receiver 



CABLE, CABLE BOX, OR ANTENNA 



SATELLITE SIGNAL 



SATELLITE RECEIVER ^ ^ ^ 




IN fr6m ANT ^/ 


OUT 


# w 


m © © © 


OUT TO TV SATELLITE 


SVIDEO VIDEO R L 






How to View Your Components 

To watch the Satellite Receiver in this connection, 
press TV to put the remote control into TV mode, then 
press WHO •INPUT to scroll through the video input 
channels until you tune to VID1 ( or S-VID 1) input. 

To watch the VCR in this connection, press TV to put 
the remote control into TV mode, then press 
WHO •INPUT to scroll through the video input 
channels until you tune to VID2 ( or S-VID 2) input. 

In the Interactive Setup you can program the TV to 
automatically tune to correct input channel when you 
turn on your component. 



TV,VCR, Satellite Receiver and DVD 



CABLE, CABLE BOX, OR ANTENNA 



SATELLITE SIGNAL 




How to View Your Components 

To watch the Satellite Receiver in this connection, press 
TV to put the remote control into TV mode, then press 
WHO -INPUT to scroll through the video input 
channels until you tune to VID1 ( or S-VID 1) input. 

To watch the VCR in this connection tune to Channel 3 
or 4. 

To watch the DVD player in this connection, press TV 
to put the remote control into TV mode, then press 
WHO -INPUT to scroll through the video input 
channels until you tune to VID2 ( or S-VID 2) input. 

In the Interactive Setup you can program the TV to 
automatically tune to the correct input channel when 
you turn on your component. 
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Set up and Connections 



Step 3: Connecting the IR Controller 

The IR (Infrared) Controller enables GU IDE Plus+ Gold* to control v 
VCR and cable box (if necessary) so that you can tune to television 
channels and even start recording a program from the program guic 

After you have affixed the ends of the controller to the necessary 
devices (VCR, or Cable box), you will use the on-screen interactive 
setup routine for GU IDE Plus+ to test the connected devices. 



Attaching the IR Controllers 

Some components label the infrared remote sensor, and others do not. 
If your component is labeled, affix the IR controller directly over the 
sensor. For components that do not label the remote sensor, you need 
to use to use the component's remote control to locate the sensor. 

1. H old the component's remote control (not the remote that came 
with your TV) so that it is touching the front of the component. 

2. Slowly move the remote over the front of the component while 
pressing the remote power button on and off. (Be sure to press and 
release the power button each time you move the remote. Holding 
the button may not work.) 








Cable Box 






c5H 




3. W hen the component turns off or on, you've located the sensor. 

4. Affix the controller's node directly to the remote sensor. 




Attach to the Cable Box (if you have one) 
otherwise, just leave it unattached 



Tip 

You may want to use a piece of clear 
plastic tape to temporarily affix the 
controller's node until you have 
completed the interactive setup. That way 
you easily move it if you have not placed 
it exactly over the sensor. 



Connected to the TV 



*GU IDE Plus+ is a trademark of Index Systems Inc. The GUIDE Plus+ Gold system is manufactured under license from Index Systems Inc. 
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Set up and Connections 



Step 4: Plug in theTV 

Plug the end into the wall outlet, matching the wide blade of the plug 
with the wide slot in the outlet. Be sure to insert the plug completely. 



Step 5: Place batteries in remote 



Remove the battery compartment cover from the back of the 
remote. 

Insert fresh batteries. M ake sure that the polarities (+ and -) are 
aligned correctly. 

Replace the cover. 



Step 6:Turn on theTV 



Press TV on the remote, or press POWER on the TV itself. 

Pressing the TV button not only turns on the TV, but puts the remote 
into TV mode, so that the buttons on the remote will control TV 
functions. 



On-Screen Program Guide 

TheTV is designed to bring up the GUIDE Plus+ on-screen program 
guide when you use the TV button on the remote to turn on the TV 
(after you have set up the GU IDE Plus+ system). For more information, 
see the GUIDE Plus+ Features & Setup booklet. 

TO GET OUT OF THE GUIDE! 

Press OK to tune to the highlighted channel. 

Press GU IDE to tune to the channel displayed in the View 
window. 

Press CLEAR to remove the guide from the screen and go to the 
last channel you were watching. 



Step 7: Program theTV 

Proceed to the next section, Interactive Setup. The interactive setup 
routine walks you through the steps needed to fully configure the TV. 
The first steps ask you to select your preferred language for the menu 
system and to begin the auto channel search, which puts available 
cable TV or antenna signals into the TV's memory. 




-TV 



Projection TV Only. 

If the picture appears to have a double or 
triple image or if you notice rings or halos 
around objects, you may have to adjust 
the color convergence. Details can be 
found under the Screen menu heading in 
the Features and Menus section of this 
manual. 
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Inter active Set u p 

The interactive setup routine takes you through the steps 
needed to configure theTV: J* 

Select a menu language 

Search for available channels 

Set up the GUIDE Plus+ system 

Set the time 

Set theVCRl channel 

Set theVCR2 channel 

Set the DVD channel 

Set the SAT/CABLE channel 

Make the channel list and labels 




1 Set u p a n d 
connections 



t er ac t i ve Set u p 

3 U si n g t h e r emo t e 

Y h 

4 Features and Menus 
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Inter active Set u p 



Using Point and Select 

You only need to know one rule when using the remote to access on- 
screen menus and control panels: point and select. The point and 
select method has two steps. 

1. Point to a menu item using the MOVE arrows on the remote. 

To point up or down, press the up or down arrows. To point left 
or right, press the left or right arrows. 

2. Select a menu item by pressing M EN U or 0 K. 

Selecting an item tells the TV's menu system to go ahead and 
make the change or go to a place you have indicated. 



Entering Setup 

The first screen of the Interactive Setup appears automatically when 
you turn on your TV for the first time or after a power outage. 

1. Press M EN U to begin setup or CLEAR to exit. 



Point and Select 
buttons 



When first used or after a power 
outage, your television needs 
to be set up. 

Would you like to begin now? 



| | 



You can also access the Interactive Setup through the Main menu: 
1. Press M EN U to bring up the M ain menu. 




2. Point to Setup and press M ENU or OK. The first Setup screen 
comes up, asking you to confirm that you want to begin. 



You can also select a menu item by 
entering the item number with the 
number buttons on the remote. 

Press CLEAR at any time to remove all 
displays from the screen and return to TV 
viewing. 

Many VCR user manuals refer to a 
PROGRAM button. The MENU button on 
this remote works as a PROGRAM button 
in VCR mode. Other manuals may refer 
to a SELECT button. The 0 K button on 
this remote works as a SELECT button. 
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Would you Like to begin Set 
now? 



1 Begin setup now 



2 Cancel setup 




3. Point to Begin setup now and press MENU or OK. 



Select a Language 

The first part of the setup routine asks you to select your preferred 
language for the menu system. 





Select the language to be used 








1 English | 











1. Point to your preferred language for the menu system. 

2. Press MENU or 0 K to select that language. 

Auto Channel Search 

The next part of the setup routine asks you if you want the TV to search 
automatically for all channels available through your antenna or cable 
TV system. This is sometimes called "autoprogramming." 



SETUP 




Would you like the TV to search 
for all available channels? 




1. Press M EN U or 0 K to tell the TV to begin searching for channels. 
The display gives you a progress report and tells you when it has 
finished. 

2. Press M EN U or 0 K to continue. 



If you skip Auto Channel Search now, 
you can access it later through the 
Channel menu. You can also put 
channels in memory manually using List 
& Labels. See Features and Menus for 
more details. 



13 



Inter active Set u p 



GUIDE Plus+ System 

The next step lets you set up the GU IDE Plus+ system to display your 
local program listings, and control your cable box and VCR. 

You can either press M ENU or OK to bring up the GU IDE Plus+ initial 
menu or point to Skip this Step to move to the next step in the 
Interactive Setup. 



For More GUIDE PI us+ 
Information 

Specific information about the GU IDE 
Plus+ System is contained in a separate 
booklet that accompanied this product. 



— 



This TV has GUIDE PLus+, the 
new on-screen program guide 

cording. 



I 1 Set up GUIDE PLus+ 




See the GUIDE Plus+ Features & Setup Booklet for detailed setup 
instructions. 

Set theTime 

The next step in the Interactive Setup lets you set the time of day. If 
your GUIDE Plus+ system has not completed its first download you 
need to set the time. Once the Guide system has completed its first 
download, it sets the time for you automatically. 




1. Press M EN U or 0 K to bring up the Set Time control panel. 





-j- — : AM 






iter 01 to 12 for the h 
ess MENU to exit. 





2. Use the left and right arrows to point to the hour and minutes 
spaces. Use the up and down arrows to scroll through the numbers 
and change from AM to PM . 



3. Press MENU or 0 K to continue. 
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Set theVCRI Channel (auto tuning) 

The next step lets you set the VCR1 channel. When you set the VCR1 
channel, you're telling the TV what channel to tune to when you press 
the VCR1 button on the remote. This is Auto Tuning. 

Indicate which input you used to connect the VCR. If you don't have a 
VCR1 component connected to the TV, skip this step or select Not 
Connected from the VCR1 Channel choice list. (For more, see Auto 
Tuning in the Features and Menus section.) 



SETUP 

Would you Like to use a 



with your TV? 




1. Press M EN U or 0 K to bring up the VCR1 choice list. 




2. Point to the choice that matches the way you have your VCR 
connected to the TV. 

3. Press M EN U or 0 K to continue. 



Set theVCR2 Channel (auto tuning) 

The next step lets you settheVCR2 channel. When you settheVCR2 
channel, you're telling the TV what channel to tune to when you press 
the VCR2 button on the remote. 

Indicate which input you used to connect a second VCR. If you don't 
have a second VCR component connected to the TV, skip this step or 
select Not Connected from the VCR2 Channel choice list. (For more, 
see Auto Tuning in the Features and Menus section.) 



Inter active Set u p 




2. Point to the choice that matches the way you have your second 
VCR connected to the TV. 

3. Press M EN U or 0 K to continue. 



Set the DVD Channel (auto tuning) 

The next step lets you set the DVD channel. When you set the DVD 
channel, you're telling the TV what channel to tune to when you press 
the DVD button on the remote. 

Indicate which input you used to connect a DVD player. If you don't 
have a DVD player connected to the TV, skip this step or select Not 
Connected from the DVD Channel choice list. (For more, see Auto 
Tuning in the Features and Menus section.) 




1. Press M EN U or 0 K to bring up the DVD choice list. 
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SET DVD CHANNEL 




1 Not connected 

















2. Point to the choice that matches the way you have your DVD player 
connected to the TV. 

3. Press M EN U or 0 K to continue. 



Set the SAT/CABLE Channel (auto tuning) 

The next step lets you set the SAT/CABLE channel. When you set the 
SAT/CABLE channel, you're telling the TV what channel to tune to when 
you press the SAT* CABLE button on the remote. 

Indicate which input you used to connect a satellite receiver or a cable 
box. If you don't have a satellite receiver or cable box connected to the 
TV, skip this step or select Not Connected from the SAT/CABLE Channel 
choice list. (For more, see Auto Tuning in the Features and Menus 
section.) 



SETUP 

Would you Like to use a cable 
box or satellite unit with your 



1 Use with cable or satellite | 




1. Press M EN U or 0 K to bring up the SAT/CABLE choice list. 



SET SAT/CABLE CHANNEL 




2. Point to the choice that matches the way you have your satellite 
receiver or cable box connected to the TV. 

3. Press M EN U or 0 K to continue. 



If You Have Both a Satellite 
Receiver and a Cable Box 
Connected to the TV 

The remote cannot control both a cable 
box and the satellite receiver. If you 
choose to have the remote control the 
satellite receiver, you must then use your 
cable box remote to control the cable 
box. You may, however, prefer to use the 
satellite receiver remote for satellite 
programming, and set your SAT* CABLE 
button to control your cable box. It's your 
choice. 
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Label the Channels 

This last step in the Interactive Setup lets you create your channel list 
and label your channels. (For more, see List and Labels in the Features 
and Menus section.) 




Use the CH ^(channel up)orCH v 
(channel down) buttons to change 
channels in the Chan # field. This works 
even if you're not in the Chan #field. Or, 
enter the channel number directly using 
the number buttons on the universal 
remote. To enter a number greater than 
99, press and hold "1" to enter the 
hundreds digit, then press the two 
remaining numbers. 

The list and labels feature can also be 
accessed from the Channel menu. 
Because this procedure can be time 
consuming, feel free to skip this step and 
come back to it later. 



1. Press M EN U or OK to bring up the List and Labels control panel. 





Ye 







Use A or v, buttonpad, or CHAN A /v 
to set channel, MENU to exit. 



2. Use the left and right arrows to point to the three different areas of 
the control panel (called "fields"). 

3. Use the up and down arrows to scroll through the numbers and 
letters and select Yes or No in the Normal List field. You may wish 
to refer to the call letters listed in your newspaper's TV section for 
ideas on labelling the channels. 

4. Repeat this process for each of your channels. Then press M EN U or 
0 K to continue. The TV can store up to 27 labels in memory. 



What Now? 

Now that you've finished the interactive setup, you can sit back, relax, 
and enjoy the TV. Or... 



Program the Remote 

Since you've gone this far, you can take a few minutes to program the 
remote to control your VCR, DVD player, Satellite receiver, or other 
components. To find out how to program the remote, go to the next 
section. 
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Usi n g t h e Remo t e 




How to use your Universal Remote 

This section defines the buttons of the remote and 
how to program it to control other components. 

The universal remote can be programmed to 
control most brands of remote controllable VC Rs, 
satellite receivers, DVD players and cable boxes. If 
you have an RCA,GE,or Pr o Sc an component, 
you probably don't need to program it at all. 





^ Set u p a n d 
connections 

V 

J I n t er ac t i ve set u p 

3 Usi n g t h e r emo t e 

4 Features and Menus 




Modes of Operation 

Because this universal remote can 
control several different components 
(DVD player, VCR, Cable Box, etc.) it 
uses operational modes triggered by the 
component buttons. For example if you 
want the remote to control the TV, you 
would press the TV button to put the 
remote into TV mode before you could 
control the TV. 
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Remote Buttons 

ON •OFF When in TV mode, turns TV on and off. If in another device 
mode (VCR, DVD, Satellite, etc.) and programmed, will turn the 
device on and off. When pressed twice within two seconds all devices 
that are on will be turned off (this feature only works with most RCA, 
ProScan and GE products). 

VCRl Puts the remote in VCR mode and if autotuning is enabled, it 
will turn on the TV and tune to the correct channel. 

TV Turns on the TV and puts the remote in TV mode. Also displays 
channel information. 

DVD Puts the remote in DVD mode and if autotuning is enabled, it 
will turn on the TV and tune to the correct channel. 

VCR2 Puts the remote in VCR2 mode and if autotuning is enabled, it 
will turn on the TV and tune to the correct channel. 

LED Red light which indicates programming mode when programming 
the remote. 

AUX Puts the remote in AUX mode. Also turns on the TV. 

SAT* CABLE Puts the remote in SAT* CABLE mode and if autotuning is 
enabled, it will turn on the TV and tune to the correct channel. 

MUTE Reduces the TV's volume to its minimum level. Press again to 
restore the volume. 

SKIP Press once before changing channels and the TV will wait 30 
seconds before returning you to the original channel. Press repeatedly 
to add more time. 

CH ^orCH v Scans up or down through the current channel list. 
Press once to change the channel up or down; press and hold to 
continue changing channels. 

VOL - orVOL+ Decreases or increases the TV's volume. 

SOUND Press once to display the audio processor choice list. Point 
and select to choose a different processor or press CLEAR to exit. 

GO BACK Returns you to the previous channel. 

€fc> Press to illuminate the remote buttons. The light automatically 
shuts off within a few seconds of the last button press. 

GUIDE Brings up GUIDE Plus+ system and exits the Guide. In 
SAT* CABLE mode brings up available on-screen guides. 

INFO Brings up channel information. 

MOVE (Arrows) Used to point to different items in the menu system. 
Also used to adjust the menu controls. Also move the PIP window 
when no menus are on the screen. 

OK When in the menu system, selects highlighted items or returns you 
to the previous menu. 



IE) 




MENU CLEAR 




REVERSE PLAY FORWARD 




RECORD STOP PAUSE 
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MENU Brings up the Main menu and selects highlighted items. When 
in VCR mode, it functions as a PROGRAM button. 

CLEAR Removes any menu or display from the screen and returns you 
to TV viewing. Will also exit the Guide system. 

(0-9) Number Buttons Enters channel numbers and time settings 
directly though the remote control. To enter a two-digit channel, press 
the two digits. To enter a three-digit channel, press and hold the first 
digit until #» appears, then add the second two. Example: to tune to 
channel 123, press and hold 1 until 1- appears then press 2 and 3. 

WHO •INPUT In TV mode, press to toggle through the available 
input sources (VID1/SVID1, VID2/SVID2, previous channel). In SAT 
mode, press to select available channel lists. 

ANTENNA Functions as TV/VCR button in VCR mode and TV/ 
receiver button in SAT* CABLE mode. 

REVERSE, PLAY, FO RWARD, RECO RD, STO P, PAU SE If programmed, 
provides transport control for some remote-controllable VCRs, DVD 
players, laserdisc players, tape decks, and CD players. Pressing 
RECORD when using the GU IDE Plus+ system sets the VCR to record 
a program. 

PIP Brings up the small picture-in-picture window. Press again to 
remove the PIP window. When PIP Caption Display - Alternate with 
PIP - has been selected, will display captioning in the PIP window. 

SWAP Swaps the main picture with the PIP window. 

CH CTRL Selects the picture window, (that is, the main or PIP 
window) to be changed by the CH ^ (channel up) or CH v (channel 
down) buttons. 

RESET Resets picture quality controls to the Bright Lighting Picture 
Control Preset. Point and select to choose a different Picture Control 
Preset. 



Using theW HO HN PUT button 



Use the WHO -INPUT button to scroll through the available input 
channels and view components you have connected to the TV. 

1. Press TV to place the remote in TV mode. Make sure that the 
component you want to view is turned 0 N . 

2. Press WHO • IN PUT to tune to an available input channel. 

3. Continue to press the WHO • IN PUT button to scroll through the 
channels. 



Modes of Operation 

Because this universal remote can 
control several different components 
(DVD player, VCR, Cable Box, etc.) it 
uses operational modes triggered by the 
component buttons. For example if you 
want the remote to control the TV, you 
would press the TV button to put the 
remote into TV mode before you could 
control the TV. 
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Programming the Remote 

The universal remote can be programmed to control most brands of 

remote controllable VCRs, satellite receivers and cable boxes. The 

remote is already programmed to control most RCA, GEand 

Pr o Sc an TVs, VCRs, DVD players, laserdisc players and satellite 

receivers. 

Testing the remote 

To determine whether the universal remote needs to be programmed, 
turn a device 0 N , such as a VCR, point the remote at the VCR, and 
press the VCR1 button. Then press POWER or CH ~ (channel up) or 
CH v (channel down) to see if the VCR responds to the remote 
commands. If not, the remote needs to be programmed. 

Programming the remote 
Using Automatic Code Search 

The following instructions can be used to program the remote to 
control each of the devices connected to your TV. If you want to exit 
the automatic code search without programming any of your devices, 
press CLEAR until the LED turns off. 

1. Turn on the device you want to control (VCR, SAT, etc.) 

2. Press and hold the button you want to program (VCR1, VCR2, 
etc.). While holding the device button, press and hold ON •OFF 
until the red light on the remote turns on, then release both 
buttons. 

3. Press and release PLAY, then wait 5 seconds or until the LED stops 
flashing. 

At this point the remote is searching for the correct code to 
program. If, after 5 seconds, the device you want to control does 
not turn off, press PLAY again to tell the remote to search the next 
set of codes. 

Continue pressing PLAY until the device turns off or you have 
searched through all of the codes. There are 20 total sets of codes. 
If the device does not turn off after pressing PLAY 20 times, then 
the remote cannot control that particular device. 

If the device you want to control does turn off: 

1. Press and release REVERSE, then wait 2 seconds. Repeat this 
step until the device turns back 0 N . 

2. To finish, press and hold STOP until the red light on the remote 
turns off. 

Using Direct Entry 

1. Turn on the component to be programmed. 




You'll use these buttons when you 
program the remote to control any 
device. 

The remote may not operate all models 
of all brands. 
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2. Look up the brand and code number(s) for the component on the 
code list on the last page of this section, Using the Remote. 

3. Press and hold the button on the remote you want to program. 

4. Enter the code from the code list. 

5. Release button, and then press 0 N • 0 FF to see if the component 
responds to the remote commands. If it doesn't, try pressing the 
component button and then 0 N • 0 FF again. 

6. If you get no response, repeat these steps using the next code 
listed for your brand, until the component responds to the remote 
commands. 

Using the remote to control a device 

Once the remote has been programmed successfully, you are ready to 
use it to control your devices. 

To operate the device: 

1. Press the device button (TV, VCR1, VCR2, DVD, AUX, or 
SAT* CABLE) to set the remote to control the device. 

2. Press 0 N • 0 FF to turn the device 0 N or 0 FF. 

3. U se the remote buttons that apply to that device. 

Modes of 0 peration 

Because this universal remote can control several different 
components (DVD player, VCR, Cable Box, etc.) it uses operational 
modes triggered by the component buttons. For example if you want 
the remote to control the TV, you would press the TV button to put the 
remote into TV mode before you could control the TV. 

Front Panel 

If you cannot locate your remote you can use the front panel of your 
TV to operate many of the TV's features. 

MENU Brings up the Main menu. When in the menu system, it selects 
highlighted items. Also returns you to the previous menu. 

CH v Scans down through the current channel list. In the menu 
system, it points down to items and adjusts menu controls. 

CH ~ Scans up through the channel list. In the menu system, it points 
up to items and adjusts menu controls. 

VOL - Decreases the volume. When in the menu system, VOL - is 
used to point left to items and adjust menu controls. 

VOL + Increases the volume. When in the menu system, VOL + is 
used to point right to items and adjust menu controls. 

POWER Turns the TV on and off. 



/ 

MENU CHV CH>v VOL- VOL + POWER 



/ 

The front panel above shows a typical 
button layout. The exact look of the 
buttons may be different from those on 
the front of your TV. 

If you use the Channel Block feature, the 
front panel no longer provides access to 
the menus. The Front Panel Lockout 
feature disables all front panel buttons. 
For more information, see Parental 
Control, in the Features and Menus 
section. 
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Admiral 2131 

Adventura 2026 

Aiko 2027 

Aiwa 2002,2026 

Akai .... 2003, 2004, 2005, 2007, 2008, 2111,2112, 2113 

American High 2021 

Asha 2013 

Audio Dynamics 2009,2010 

Audiovox 2014 

Bell & Howell 2011 

Beaumark 2013 

Broksonic 2012,2025 

Calix 2014 

C andle 2013, 2014, 2015, 2016, 2017, 2018, 2019 

Canon 2021,2022,2114 

Capehart 2020,2110 

Carver 2062 

CCE 2027,2061 

C itizen 2013, 2014, 2015, 2016, 2017, 2018,2019,2027 

Colortyme 2009 

Colt 2061 

Craig 2013,2014,2023,2061 

Curtis-Mathes 2000,2002,2009,2013, 

2016,2018,2021,2022,2024,2115 

Cybernex 2013 

Daewoo 2015,2017,2019,2025,2026,2027,2028, 

2110 

Daytron 2110 

Dbx 2009,2010 

Dimensia 2000 

Dynatech 2002,2026 

Electrohome 2014,2029 

Electrophonic 2014 

Emerson 2002,2012,2014, 

2015, 2021, 2024, 2025,2026,2029, 2030, 2032, 

2033, 2034, 2035, 2036, 2037, 2038, 2039, 2040, 2041, 
2042, 2044, 2045, 2047, 2065, 2105, 2113, 2116, 2117, 

2130 

Fisher . 2011, 2023, 2048, 2049, 2050, 2051, 2052,2118 

Fuji 2021,2119 

Funai 2002,2026 

Garrard 2026 

G E 2000, 2001, 2013, 2021, 2022, 2053, 2115, 2120 

G oldstar 2009, 2014, 2018, 2054, 2121 

Gradiente 2026 

Har ley Davidson 2026 

Harman Kardon 2009 

Harwood 2061 

Headquarter 2011 

H itachi2002, 2055, 2056, 2057, 2107, 2111, 2120, 2122 

Hl-Q 2023 

Instant Replay 2021 

JCL 2021 

JC Penney 2009, 2010, 2011, 2013, 2014, 2021, 

2022, 2055, 2056, 2058, 2059, 2060, 2107, 2118 

Jensen 2055,2056,2111 

JVC 2009, 2010, 2011, 2018, 2058, 2111, 2123 

Kenwood 2009, 2010, 2011, 2016, 2018, 2058, 

2111,2123 

KLH 2061 

Kodak 2014,2021 

Lloyd 2002, 2026 

Logik 2061 

LXI 2014 

M agnavox .... 2021, 2022, 2062, 2063, 2104, 2108, 2124 

Magnin 2013 

Marantz 2009,2010,2011, 

2016,2018,2021,2058,2062,2064 

Marta 2014 

Masushita 2021 

MEI 2021 

Memorex 2002,2011, 

2013, 2014, 2021, 2023, 2026, 2104, 2131 

MGA 2029,2065,2113 

MGN Technology 2013 

Midland 2053 

Minolta 2055,2056,2107 

M itsubishi .. 2029, 2055, 2056, 2065, 2066, 2067, 2069, 

2070, 2071, 2072, 2073, 2074, 2106, 2113, 2123 

Montgomery Ward 2075,2131 

Motorola 2021,2131 

MTC 2002,2013,2026 



Multitech 2002,2013,2016,2026,2053 

NEC 2009,2010,2011,2016, 

2058,2064,2076,2078,2079,2111 

N ikko 

N oblex 

O lympus 

Optimus 2014, 

O ptonica 

O rion 

Panasonic 2021, 2022, 2109, 2125, 2126 

Pentax 2016,2055,2056,2107 

Pentex Research 

Philco 2021,2022,2062 

Philips 2021,2062,2096, 

Pilot 

Pioneer 2010,2055,2080,2081 

Portland 2016,2017,2019, 

Proscan 2000, 

Protec 

Pulsar 

Quarter 

Q uartz 

Quasar 2021,2022, 

RCA 2000,2001,2003,2013, 

2055, 2056, 2082, 2083, 2084,2085, 2086, 

2088, 2089, 2090, 2091, 2107, 2115, 2120, 

Radioshack/Realistic 2002, 2011, 2013, 

. 2021, 2022, 2023, 2026, 2029, 2049, 2050, 2096, 

Radix 

Randex 

Ricoh 

Runco 

Samsung 2005, 2013, 2015, 2033, 2053 

Sanky 2132, 

Sansui 2010,2092,2111, 

Sanyo 2011,2013, 

Scott ... 2012, 2015, 2025, 2032, 2035, 2038, 2065, 

Sears 2011,2014,2021,2023, 

2049,2050,2051,2055,2056,2107 

Sharp 2002, 2017, 2029, 2094, 2095, 2096, 

Shintom 2004,2056,2061 

Shogun 

Signature 2002 

Singer 2021,2061 

Sony 2002,2004,2098,2099,2119 

STS 2021, 

Sylvania 2002, 2021, 2022, 2026, 2062, 2063, 2065, 

Symphonic 2002, 

Tandy 2002, 

Tashiko 

Tatung 2058, 

TEAC 2002,2026,2058,2085, 

Technics 2021, 

Teknika 2002, 2014, 2021, 2026, 2100 

Tmk 2013,2024, 

Toshiba 2015, 2049, 2051, 2055, 2065, 2093, 

ToteVision 2013, 

Unitech 

Vector Research 2009,2010,2015, 

Victor 

Video Concepts 2009, 2010, 2015, 2016, 

Videosonic 

W ards 2002, 2013, 2014, 2015, 2021, 2023, 

.. 2029, 2055, 2056, 2061, 2096, 2101, 2102, 2103, 

21l£, 

XR-1000 2021,2026 

Yamaha 2009, 2010, 2011, 2018, 2058 

Zenith 2004,2098,2104,2119, 



,2061 
2018, 
2123 
2014 
2013 
2021 
,2131 
2096 
2035 
,2127 
2120 
2018 
,2063 
2124 
2014 
,2123 
,2110 
,2001 
2061 
2104 
2011 
2011 
2125 
2021, 
,2087, 
2125 
2014 
,2131 
2014 
2014 
2128 
2104 
2112 
,2104 
,2123 
2023 
2093, 
21l£ 
2048, 
,2118 
2131 
,2098 
2013 
2131 
,2128 
2128 
2107 
,2124 
2026 
2011 
2014 
2111 
2111 
2109 
,2129 
2047 
2116 
,2014 
2013 
,2016 
2010 
,2113 
2013 
2026, 
2107, 
,2131 
,2061 
2111 
2128 



| Cable Boxes 1 


ABC 

Antronix 


5002, 5003, 5004, 5005, 5006, 5007, 5053 
5008,5009 


Archer 


SOOR. SOOQ. 5010. SOU 


Cabletenna ... 




5008 


Cableview 




5008 


Century 




5011 


Citizen 




5011 


ColourVoice 




5012,5013 


Comtronics 




5014,5015 


Contec 




5016 


Eastern 




5017 



Garrard 5011 

GC Electronics 5009 

Gemini 5018,5019,5049 

General Instrument 5003 

Hamlin 5020,5021,5022,5035,5045 

Hitachi 5003 

Hytex 5002 

Jasco 5011 

Jerrold 5003, 5005, 5007,5018, 5023, 5024, 5046, 5053 

M agnavox 5025 

Memorex 5026 

MovieTime 5002,5027,5028 

NSC 5002,5027,5028 

Oak 5002,5016,5029 

Panasonic 5048,5052 

Paragon 5026 

Philips 5011, 5012, 5013, 5019, 5025, 5030, 5031, 5032 

Pioneer 5033,5034 

Pulsar 5026 

RCA 5047,5049,5052 

Realistic 5009, 5049 

Regal 5022,5035 

Regency 5017 

Rembrandt 5003 

Runco 5026 

Samsung 5014,5034 

Scientific Atlanta 5006, 5036, 5037, 5038 

Signal 5014,5018 

Signature 5003 

SL Marx 5014 

Sprucer 5052 

Starcom 5007,5018,5053 

Stargate 5014, 5018 

Starquest 5018 

Tandy 5040 

Teleview 5014 

Tocom 5004,5023,5041 

Toshiba 5026 

Tusa 5018 

TV86 5027 

Unika 5008,5009,5011 

United Artists 5002 

United Cable 5053 

Universal 5008,5009,5010,5011 

Videoway 5044 

Viewstar 5015,5025,5027,5040 

Zenith 5026,5050,5051 



Satellite Receivers 



Chapparal 5056,5057 

Drake 5058,5059 

GEDSS 5000,5001 

G eneral Instuments 5060, 5061, 5062 

Panasonic DSS 5075 

Primestar DBS 5076 

Proscan DSS 5000,5001 

RCA DSS 5000,5001 

Realistic 5063 

Sony DSS 5072 

STS1 5064 

STS2 5065 

ST S3 5066 

STS4 5067 

Toshiba 5068 

Toshiba DSS 5073 

Uniden DSS 5069 



(For RCA and D imensia brands only) 

AM/FM 4003 

Aux 4004 

Phono 4005 

CD 4007 

Tape 4006 



DVD Players 



RCA 2001 

ProScan 2001 

GE 2001 
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Features and menus 



Using theTV 



/ 



This section explores the features and menus of your TV 
beginning with some information on using menus and control 
panels. 

Each menu is then outlined and special features are detailed in 
order to help you get the most from your TV. 

Information on using your GU IDE Plus+ system can be found 
in a separate booklet for easier access and so it can be placed 
near you while you become with the feature. 



1 Set u p a n d 
connections 



2 I n t er ac t i ve set u p 

v ^ V 

3 Usi n g t h e r emo t e 

4 Feat uresand Menus 
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Features and menus 



Menusand Control Panels 



U sing the buttons on both the remote and front panel enable you to 
access and make changes to the M enus and Control Panels. 

M enus use the point and select rule to navigate, but control panels use 
a variety of methods to adjust features on your TV. The following pages 
detail how to use these controls in order to customize the functions of 
your TV. 



Menus 

The first menu is called the Main menu. Press M EN U on the remote or 
on the front panel to bring up the M ain menu: 



Menus take you to another menu or a control panel. There are two 
ways to select a choice in a menu: 

Point with the MOVE arrows and then select with MENU or OK. 

Press a number button on the remote. For example, in the M ain 
menu press 3 to go straight to the Screen menu. 

Exiting a menu 

There are three ways to exit a menu: 
Point to Exit and press MENU or OK. 
Press 0 on the remote. 

Press CLEAR. The on-screen displays are cleared from the screen 
and you are returned to TV viewing. 




1 Audio 



J 




J 



Feel free to explore the menu system. If 
you're ever unsure where you are in the 
menu system, or you're just plain tired of 
exploring, press CLEAR to remove the 
menus from the screen and start over 



again. 
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Features and menus 



Control Panels 

Control Panels allow you to adjust the default settings on many 
features of your TV. You can choose a setting, enter a number, or adjust 
a level such as tint or brightness. There are three types of control 
panels: sliders, choice lists, and numeric entry. 

Sliders 

Sliders are used to make adjustments to a particular control. 
To use a Slider in a menu: 

1. Press the up or down arrow to select the slider control for the 
feature you want to adjust. 

2. Press the right or left arrow to adjust the indicator line on the 
slider. 




N umeric Entry 

A numeric entry control panel is used to enter numbers or letters. 
A pointer appears underneath the column you are changing. 




Pointer 



1. Press the up arrow to enter a number in the column above the 
pointer. 

2. Press the right arrow to move to the next column, then press the 
up or down arrow to enter a number. 

3. When you have finished entering information, press MENU or OK. 




SOUND ( ^S5^x GO BACK 
GUIDE INFO 




If the control panel is not set at the 
current time, use the left arrow to go back 
over the columns and the up arrow to 
make changes. 



You can also enter numbers directly by 
using the number buttons. 
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Features and menus 



Choice Lists 

Choice lists are used to choose a particular setting from a list of 
settings. 

1. Point to a choice on a menu and press M EN U or 0 K to select that 
choice. 



CLOSED-CAPTION MODE 




N ow that you know how to access the menus and adjust the control 
panels the following pages provide a brief explanation of all the menu 
features. The features are organized in order of their location on the 
Main Menu. 



Audio Menu 



Mute Press OK to reduce the TV's volume to its minimum level. Press 
0 K again to restore the volume. 

Tone Controls D isplays the slider controls for adjusting the TV's treble, 
bass and balance. 

Audio Processor Displays a choice list of available audio modes, 
which control the way the sound comes through your speakers. 

Mono Plays the sound in mono only. Use this setting when 
receiving broadcasts with weak stereo signals. 

Stereo Splits the incoming stereo audio signal into left and right 
channels. Most TV programs and recorded materials have stereo 
audio. The TV displays the word STEREO when you tune to a 
program that is broadcast in stereo. 

SRS Stereo (• ) SRS* is an audio processing technology that adds 
greater depth and stereo separation to stereo audio signals. 

Sound Logic Stereo Sound Logic monitors a program's audio track 
and limits volume excursions to a minimum and maximum 
volume range from the current volume setting. Acting like a 
dynamic range, it compresses to limit sudden volume increases, 
like when a commercial comes on. 




* SRS, Sound Retrieval System and the SRS logo (• ) are registered trademarks of SRS Labs, Inc. 



28 



Features and menus 



Second Audio Program (SAP) Plays the program's audio in a 
second language, if one is available. The TV displays the word 
SAP when you tune to a program that is broadcast with SAP 
information. SAP audio is broadcast in mono. SAP is also used to 
broadcast a program's audio with descriptions of the video for the 
visually impaired. 

Audio Outputs Speakers Displays a choice list that lets you turn the 
TV's internal speakers on or off and set the audio outputs to fixed-level 
or variable control level. 

Variable 0 utput, Speakers 0 n This setting turns the TV's speakers 
on and allows variable output from the TV's audio output jacks. 

Variable 0 utput, Speakers Off This setting turns the TV's speakers 
off and allows variable output from the TV's audio output jacks. 

Fixed 0 utput, Speakers Off This setting turns the TV's speakers off 
and allows fixed output from the TV's audio output jacks to an 
external device such as a surround sound amplifier. With Fixed 
0 utput 0 n, the TV's volume control, tone controls and mute are 
disabled. 



Using the remote to select an audio 
processor 

You can change the audio processor from the Audio menu, as 
illustrated above, or by pressing the SO U N D button on the remote. To 
make a selection using the remote: 

1. Press SOUND to display the audio processor choice list. 

2. Point to and select a different audio processor or press CLEAR to 
exit. 



Sound 
button 




□ □□□ 



Features and menus 



Picture Q uality Menu 



Basic Picture Controls D isplays the five slider controls for adjusting 
the way the picture looks. 

Contrast Adjusts the difference between the light and dark areas 
of the picture. 

Color Adjusts the richness of the color. 

Tint Adjusts the balance between the red and green levels. 

Black Level Adjusts the brightness of the picture. 

Sharpness Adjusts the crispness of edges in the picture. 

W hen exiting this menu the Save Personal Picture Preset Choice List 
will appear. You can choose either Yes or No. 

Picture Presets Displays a choice list that lets you select one of three 
preset picture settings: Bright Lighting, Normal Lighting, Soft Lighting 
or Personal Picture Presets. Choose the setting that is best for your 
viewing environment and edit your Personal Picture Preset. 

Auto Color Displays a choice list that lets you turn on the feature 
that automatically corrects the color of the picture. (This is especially 
useful for tracking realistic flesh tone colors as you switch from 
channel to channel.) Choose On or Off, depending on your 
preference. It's your choice. 

Color Warmth D isplays a choice list that lets you set one of three 
automatic color adjustments: Cool for a more blue palette of picture 
colors; Normal; and Warm for a more red palette of picture colors. 
The warm setting corresponds to the NTSC standard of 6500 Q K. 

Video Noise Reduction/ Frame Video Noise Reduction Displays a 
choice list that lets you turn on the feature that automatically reduces 
noise from the picture. Video Noise Reduction will appear for Direct 
View TV's, 5"-36" diagonal screens. Frame Video Noise Reduction 
will appear for projection TVs. 




Direct View TV: 5"-36" Picture Quality menu 



1 Basic Picture Controls 



uto Color 
olor Warmth 
rame Video Noise Reduction 
xit 



Projection TV Picture Quality menu 



Press the RESET button on the remote to 
bring up the Picture Control Presets choice 
list. Point to the desired setting; press 
MENU or OK to select it. 
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Screen Menu 

Closed-Caption Display Displaysa choice list that lets you choose the 
way closed captioning information is shown on the screen. 

Off No captioning information displayed. 

On Captioning information shown always, when available. 

On When Sound is Muted Displays captioning information, when 
available, whenever the TV's sound is muted by pressing the MUTE 
button. The captioning information is not displayed when the 
sound is not muted. 

Closed-Caption Mode Displaysa choice list that lets you choose 
which captioning mode is used for displaying captioning information. 

PIP Closed-Caption Display Displaysa choice list that lets you choose 
the way closed captioning information is shown in the PIP window. 

Off No captioning information displayed. 

On Captioning information shown always, when available. 

Alternate with PIP button Displays captioning information, when 
available, by pressing the PIP button while the PIP window is 
displayed. 

PIP Closed-Caption Mode Displays a choice list that lets you choose 
which captioning mode is used for displaying captioning information 
within the PIP window. 

Menu Language Displaysa choice list that lets you select your 
preferred language for the menus: English, Spanish or French. 

Picture Tilt (Direct View TV: 32" or above) Your TV has an extra-large 
picture tube, which makes it vulnerable to the effects of the Earth's 
magnetic field. You may need to adjust the picture tilt. Use the left and 
right arrow buttons adjust the picture tilt. 

Adjust Projection TV (Projection TV only) Lets you adjust the TV's 
three colors. Selecting Green Centering brings up a control panel that 
lets you center the green projection tube on the screen. Selecting Red 
Convergence or Blue Convergence lets you align the red and blue 
projection tubes. 

Center the green projection tube first. Then, adjust the red and blue 
projection tubes until the test patterns on the TV screen appear white. 




Direct View TV: 32" or above Screen menu 




Losed-Caption Mode 
IP C Losed-Caption DispL 
IP C Losed-Caption Mode 
enu Language 
djust Projection TV 
xit 



Projection TV Screen menu 



Your projection TV has three color 
projection tubes - one for red, one for 
green, and one for blue. When the tubes 
are precisely aligned they create the color 
images you see on the TV screen. Over 
time, the picture can drift out of 
alignment due to normal component 
aging, bumps and vibrations or moving 
the TV. If you notice rings or halos 
around objects in the picture, you may 
want to readjust the picture tubes. 
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Using Closed Captioning 

Many programs are encoded with closed captioning information, 
which lets you display the audio portion of a program as text on the 
TV screen. 

Closed captioning is not available on all channels at all times. 0 nly 
specific programs encoded with closed captioning information are 
applicable. When a program is closed captioned, the letters CC are 
displayed in the channel marker. 

Closed Captioning Modes 

The TV offers eight closed-captioned modes, including four text 
modes. 

To Set the Closed-Captioning Mode: 

1. Select Screen from the Main menu. 

2. Point to Closed-Caption Mode and press OK. A choice list 
displays: 



3. Point to your choice and press OK to select it and return to the 
Screen menu. 

Turning off Closed Captioning 

1. Select Screen from the Main menu. 

2. Press 0 K to select Closed-Caption Display 

3. Point to Off Always and press OK. The closed captioning is turned 
off and you are returned to the Screen menu. 



1 CC1 




If you are unsure of the differences 
among the modes, you may prefer to 
leave the closed captioned mode set to 
CC1, which displays complete text of the 
program in the primary language in your 
area. 
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Channel Menu 

Signal Type Displays a choice list that lets you select the current 
antenna type. This option does not appear when the TV GUIDE Plus+ 
system is set up. 

UHF/VHF Antenna Choose this if you are currently using an off- 
air antenna for TV signals. 

Cable TV Choose this if you are currently using cable or a cable 
box for TV signals. 

Auto Channel Search Tells the TV to search automatically for all the 
channels available through the antenna input. When the TV finds an 
active channel, it places it in the channel list; inactive channels (weak 
stations or channels with no signal at all) will be removed from the 
channel list. If you are using a cable box and have setup your GU IDE 
Plus+ system, this option will not appear. 

List and Labels Displays a control panel that lets you custom-build 
your Normal channel list and choose a six-character label for each 
channel. Follow the on-screen directions to enter your channels and 
other information. 

Chan # Use the up and down arrows to scroll up and down 
through the channel scan list. You can enter the channel number 
directly using the number buttons. 

Normal List Only the channels included in the Normal list are 
available when you scan up and down using the CHAN buttons. 
Use the up and down arrows to indicate whether the channel 
number indicated is included (Yes) or is not included (No) in the 
Normal channel list. 

Chan Labels Use the up and down arrows to enter a six- 
character label for each channel. Hold the button down to scroll 
quickly through the characters. Press RESET to clear a label. The 
TV can store up to 27 labels in memory. 

Auto Tuning Displays a choice list that lets you setup the TV to 
automatically tune to the correct input channel when you press a 
component button (VCR1, DVD, VCR2, AU X or SAT* CABLE) on the 
remote. 

Set VCR 1 Channel Displays a choice list that lets you select the 
channel that the TV tunes to when you press the VCR1 button. 

SetVCR2 Channel Displays a choice list that lets you select the 
channel that the TV tunes to when you press the VCR2 button. 

Set DVD Channel Displays a choice list that lets you select the 
channel that the TV tunes to when you press the DVD button. 

Set SAT/Cable Channel Displays a choice list that lets you select 
the channel that the TV tunes to when you press the SAT* CABLE 
button. 




4 Channel 



M 



1 Signal Type 



List and Labels 
4 Auto Tuning 
0 Exit 
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Features and menus 



The choices for each screen are: 



Not Connected Choose this if you do not have a component 
connected to an antenna or video input on the back of the TV, or if 
you don't want the TV to tune to a channel when the particular 
component button is pressed. 

Channel 2 (SAT/Cable only) Choose this if your component is 
connected to the antenna jack on the back of the TV, and you 
want the TV to tune to channel 2 when you press the specified 
component button. Reminder: M ake sure the component's Ch 2/3/ 
4 switch is set to channel 2. 

Channel 3 Choose this if your component is connected to the 
antenna jack on the back of the TV, and you want the TV to tune 




to channel 3 when you press the specified component button. 
Reminder: Make sure the component's Ch 3/4 switch is set to 
channel 3. 

Channel 4 Choose this if your component is connected to the 
antenna jack on the back of the TV, and you want the TV to tune 
to channel 4 when you press the specified component button. 
Reminder: Make sure the component's Ch 3/4 switch is set to 
channel 4. 

Video 1 Input Choose this if your component is connected to the 
IN PUT1 jacks on the back of the TV and you want the TV to tune 
to VID1(SVID1 if you used an S-Video cable) input channel when 
you press the specified component button. 

Video 2 Input Choose this if your component is connected to the 
IN PUT2 jacks on the back of the TV and you want the TV to tune 
to VID2 (SVID2 if you used an S-Video cable) input channel when 
you press the specified component button. 



Time Menu 

Sleep Timer Displays a control panel that lets you select the amount 
of time you want to give the TV before it shuts itself off. 

Schedule Displays a control panel that lets you setup a schedule for 
turning the TV on and off automatically. Make sure to turn the 
schedule 0 n. The on-screen directions guide you through the steps 
needed to set the schedule. 

Set Time Displays a control panel that lets you enter the current time. 
The on-screen directions guide you through the steps needed to set the 
time. If your TV Guide Plus+ system is setup and running then it will 
automatically update your time and this option will not be available. 

View Warranty Clock Displays the number of hours the TV has been 
in operation (up to 5 years) and the date the TV was first turned on. 




ScheduL 

Set Tim 
4 View Warranty 
0 Exit 
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Parental Controls Menu 

Parent Approved Channels Displays a control panel that lets you 
decide what channels can be viewed or selected using the TV's front 
panel controls. 

Chan # Use the up and down arrows to scroll up and down 
through the channel scan list. You can enter the channel number 
directly using the number buttons. 

Parent Approved Use the up and down arrows to choose 
whether the channel indicated should be shown when the 
Channel Block feature is turned on. Select Yes to indicate that the 
channel can be shown at any time, regardless of whether Channel 
Block is turned on. Select No to indicate that the front panel 
cannot tune to that channel when Channel Block is turned on. 
Important: You must turn the Channel Block feature on. (See 
Channel Block, below.) 

Channel Block Displays a control panel that lets you decide when a 
channel can be viewed. With Channel Block On, the Menu button on 
the front panel of the TV will be locked so that settings cannot be 
altered. In order for this to be used as a parental control, the remote 
must be hidden or placed out of reach of children. 

Off All channels are available. 

On Always The front panel CH (channel) buttons will tune 
only to channels that you have marked as "Parent Approved." 
The remote will still tune to any channel. 

Scheduled Selected channels will be blocked out between 
start and stop times you enter in the control panel. The front 
panel CH (channel) buttons will tune only to channels that you 
have marked as "Parent Approved." The remote will still tune to 
any channel. 

Front Panel Lockout Displays a control panel that lets you lock 
(disable) the TV's front control panel, or unlock (enable) the TV's front 
control panel. The remote will still tune to any channel. 

Front Panel lockout can be used to: 

Keep children from watching TV when the parent is not present. 

Keep small children from playing with the buttons. 

(When using this as a Parental Control method you must remove 
access to the remote while you have the Front Panel locked.) 

If you can't access a channel or use the TV's front panel buttons, 
maybe you've forgotten to turn off a parental control. Check the 
Channel Block and Front Panel Lockout control panels. 











6 Parental Control 














1 Parent Approved Channels I 












ront Panel Lockout 
xi t 




■ 
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GUIDE Plus+ Menu 

GUIDE Plus+ Setup Displays the GUIDE Plus+ setup screen. 

Setup Setting up the GUIDE Plus+ system is detailed in the 
GUIDE Plus+ booklet. 

View Demo Runs the GUIDE Plus+ demonstration. 
GUIDE Plus+ Label Displays the GUIDE Plus+ Label menu. 

On Displays the station name when you change channels. 

Off Disables the Label feature. 

GUIDE Plus+ Auto Display Displays the GUIDE Plus+display options. 

On Automatically displays the Guide when you use the TV button 
on the remote to turn on the TV. 

Off Disables the Guide from being displayed when you use the TV 
button on the remote to turn on the TV. 

Continuous Demo Runs the GUIDE Plus+ demonstration until it is 
turned off. 

For additional information on using the GUIDE Plus+ system see the 
GUIDE Plus+ Setup & Features booklet included in your literature 
pack. 




Setup Menu 

The setup routine is detailed earlier in the manual in the Interactive 
Setup section. 

The first screen of the Interactive Setup appears automatically when 
you turn on your TV for the first time or after a power outage. 

You can also access the Interactive Setup from the Main Menu. 



SETUP 

When first used or after a power 
outage, your television needs 
to be set up. 

Would you like to begin now? 



Press MENU to begin 




cture Gtual 
Screen 
Channel 
Time 

Parental Contr 
GUIDE Plus+ Me 



8 Setup 
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PIP (Picture-in -Picture) Operation 

The PIP (picture-in-picture) feature lets you display a second, smaller 
picture on top of the main picture. 

PIP Buttons 

There are seven remote buttons that control the way the PIP window 
works: 

PIP Brings up the PIP window. Press PIP again to remove the 
window. 

MOVE buttons Let you move the PIP window to different 
areas of the screen. 

SWAP Switches, or "swaps," the video from the PIP window 
with the main picture. 

CH CTRL (Channel Control) Lets you switch channel control 
between the PIP window and the main picture. 

For instance, press PIP to bring up the PIP window. You can 
change channels by entering channel numbers or pressing 
the CH ~ (channel up) or CHv (channel down) buttons. When 
you press the CH CTRL button the channel control switches to 
the main picture. You can now change channels in the main 
picture by entering channel numbers or pressing the CH ^ 
or CH v buttons. 

Press CH CTRL again to return the channel control to the PIP 
window. 



VCRl ON-OFF TV 



DVD VCR2 AUX SAT-CABLI 
MUTE SKIP 




Move 
buttons 



PIP buttons 



Two Tips for Using PIP Buttons 

Skip to PIP: Channel Surfing in the Main Picture 

You can surf through the channels during comercial breaks using the 
SKIP and CH (channel) buttons. 

1. Press SKIP to set the commercial skip timer and bring up the PIP 
window. 

2. Press the CH ^orCH v buttons to surf through the channels in the 
main picture. When the SKIP feature times out, the main picture 
will tune to the original channel automatically. 

Channel Surfing in the PIP Window 

You can use the PIP window to surf through channels as well. 

1. Press PIP to bring up the PIP window. 

2. Press the CH^or CHv buttons. The TV begins displaying each 
channel in the PIP window. If you see a channel that interests you, 
press SWAP. 



A typical use of SWAP is to scan through 
channels in the PIP window, and when 
you find a channel you like, press SWAP 
to display that channel in the main 
picture, sending the current channel to 
the PIP window. 
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Channel Marker 

There are several indicators that come up when you press the TV, IN FO , 
PIP or SWAP button. This display is called the Channel Marker. 

12:01 Displays the current time. 

CC Displayed when Closed Captioning is available on the current 
channel. 

VCR1 Displays the label assigned to the current channel. 

VID1 Displays the current channel or input channel. 

Mute (or Stereo) M ute is displayed when you mute the audio. Stereo 
is displayed when the current channel is broadcasting in Stereo. 

SAP Displayed when the current channel is broadcasting SAP (Second 
Audio Program) information. 

PIP 59 (PIP Chan) Displays the current PIP channel. 

Sleep Displayed when the Sleep Timer has been set. 

00:00 Displayed to countdown time left on the commercial skip 
(SKIP) timer. 



12:01 


CC VCR1 VID1 


Mute 


SAP PIP 59 


Sleep 


00:00 



Sample displays on a Channel M arker 
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Troubleshooting 

Troubles sometimes are caused by simple "faults" that you can correct without the help of a service technician. If you 
experience any difficulty with your TV, check a few basic remedies before calling your service technician. 

TV WILL NOT TURN ON 

Check to make sure it is plugged in. 

Check the wall receptacle (or extension cord) to make sure it is "live" by plugging in something else. 

M aybe batteries in remote control are "dead." 

M aybe remote control is not aimed at remote sensor. 

• The front panel controls may be locked (disabled). U se the remote control to unlock the front panel controls by 
selecting the Front Panel Lockout in the Parental Controls menu and choosing Unlock. 

CONTRO LS DON'T WORK 

If using remote control, make sure remote is in TV mode by first pressing TV button. 

• The front panel MENU button may be disabled. Use the remote control to turn off channel blocking. Select 
Channel Block in the Parental Controls menu and choose Off. 

• Try unplugging set for two minutes and then plug it back in and turn it on again. 

Problems with Remote 

M aybe something is between the remote and the remote sensor. 

Maybe the remote is not aimed directly at the component (TV or VCR) you are trying to control. 
Maybe remote is not in TV Mode. Press the TV button so remote will control TV. 

Maybe batteries in remote are weak, dead or installed incorrectly. Try replacing batteries. (Note, if you remove the 
batteries, you may have reprogram the remote to control other components.) 

Remove batteries and hold number 1 for at least 60 seconds to drain the microprocessor inside the remote. Release 
number 1, replace the batteries, and (if necessary) reprogram the remote. 

Remove all batteries for approximately 12 hours. Then replace batteries and (if necessary) reprogram the remote. 

Guide Comes 0 n W hen I Turn onTV 

• The Guide automatically comes up when you use the TV button on the remote to turn on the TV. You can turn off 
this feature by selecting GUIDE Plus+ Auto Display from the GUIDE Plus+ Menu, and setting it to off. 

Turns off while playing 

Schedule off function may have been activated. 

Electronic protection circuit may have been activated because of a power surge. Wait 30 seconds and then turn on 
again. If this happens frequently, the voltage in your house may be abnormally high or low. 

TVTURNS ON UNEXPECTEDLY 

Scheduled 0 n or Watch from the G uide may have been activated. 

Blank screen 

Maybe the component connected to the input jacks is not turned on. 

• Try another channel. 

Press RESET, in case the picture controls are set too low. 
N 0 SOUND, PICTURE OKAY 

M aybe sound is muted. Try pressing volume up button to restore sound. 
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M aybe speakers are turned off. Check the Audio 0 utput and Speakers control panel in the Audio menu. 

If using an S-VHS component, remember to also connect the component's L and R AU DIO OUT jacks to the TV's L 

and R IN PUT jacks. 

Can't select certain channel 

Channel may be blocked or not approved in the Parental Controls menu. 

If using a VCR, check to make sure the TV/VCR switch on the VCR is in the correct position. 

N OISY STEREO RECEPTION 

M ay be a weak station. U se SO U N D button to change to mono mode instead of stereo. 

N 0 PICTURE, NO SOUND BUT TV IS ON 

M aybe the cable/air function is set to the wrong position. 
M aybe a vacant channel is tuned. 

If watching VCR (connected only through antenna input), make sure TV is tuned to channel 3 or 4 - same as CH 3/4 
switch on VCR. Also check to make sure TV /VCR switch on VCR is in correct position. 

Sound okay, picture poor 

Check antenna connections. 

• Try adjusting sharpness function to improve weak signals. 

Black Box appears on the screen 

Captioning may be turned on. Check the Closed-Caption Display control panel in the Channel menu. 

GUIDE Plus+ IR Controllers not working 

Check to make sure the controllers are positioned correctly over the IR remote sensors. 

• Your remote may be interfering with the IR controller. Place a piece of dark tape over the IR controller. 

GUIDE Plus+ control of cable box is slower than direct control of the box itself. Keep this in mind when changing 
channels. 

Care and Cleaning 

CAUTIO N : Turn 0 FF your TV before cleaning. 

You can clean the TV as required, using a soft lint-free cloth. Be sure to occasionally dust the ventilation slots in the 
cabinet to help assure adequate ventilation. 

The TV's screen may be cleaned with a soft, lint-free cloth as well. Take care not to scratch or mar the screen. If 
necessary, you may use a cloth dampened with warm water. 

Never use strong cleaning agents, such as ammonia-based cleaners, or abrasive powder. These types of cleaners will 
damage the TV. 

While cleaning do not spray liquid directly on the screen, or allow liquid to run down the screen and inside the TV. 
Also, avoid placing drinks or vases with water on top of the TV. This could increase the risk of fire or shock hazard or 
damage to the TV. 

Caution: If fixed (non-moving) images are left on the screen for long periods, they may be permanently imprinted on the 
screen. Such images include network logos, phone numbers, and video games. This damage is not covered by your 
warranty. Extended viewing of channels displaying these images should be avoided. 
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PRO SCAN TV LIMITED WARRANTY 

W HAT YOUR WARRANTY COVERS! 

• Any defect in materials or workmanship. 

For how long after your purchase: 

• 0 ne year for labor charges. 

• One year for parts. 

• Two years for picture tubes. 

The warranty period for rental units begins with the first rental or 45 days from date of shipment to the rental firm, 
whichever comes first. 

W HAT WE WILL DO ! 

Pay any Authorized PROSCAN Television Service Center the labor charges to repair your television. 

Pay any Authorized PRO SCAN Television Service Center for the new or, at our option, refurbished replacement 

parts and picture tubes required to repair your television. 

How YOU GET service: 

For screen sizes of 26" and smaller: Take your PROSCAN television to any Authorized PROSCAN Television 
Service Center and pick up when repairs are complete. 

For screen sizers larger than 26": Request home service from any Authorized PRO SCAN Television Service 
Center, provided that your television is located within the geographic territory covered by an Authorized 
PRO SCAN Television Service Center. If not, you must take your television to the Service Center location at your 
own expense, or pay for the cost the Service Center may charge to transport your television to and from your 
home. 

• To identify your nearest Authorized PROSCAN Television Service Center, ask your dealer, look in the Yellow 
Pages, or call 1-800-PROSCAN. 

Show the Authorized Service Center Representative your evidence of purchase date or first rental. 

W HAT YOUR WARRANTY DOES NOT COVER: 

Customer instruction. (Your Owner's Manual clearly describes how to install, adjust, and operate your 
television. Any additional information should be obtained from your dealer.) 

Installation and related adjustments. 

• Signal reception problems not caused by your television. 
Damage from misuse or neglect. 

Batteries. 

Images burnt onto the screen. 

• A television that has been modified or incorporated into other products or is used for institutional or other 
commercial purposes. 

• A television purchased or serviced outside the U .S.A. 

• Acts of God, such as but not limited to lightning damage. 

Product Registration : 

Please complete and mail the Product Registration Card packed with your product. It will make it easier to 
contact you should it ever be necessary. The return of the card is not required for warranty coverage. 

How State Law relates to this warranty: 

• This warranty gives you specific legal rights and you also may have other rights that vary from state to state. 

IF YOU PURCHASED YO UR TELEVISIO N OUTSIDE THE UNITED STATES: 

• This warranty does not apply. Contact your dealer for warranty information. 
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Accessory Information 

Antenna (or cable-TV) connections are made with either 
coaxial antenna cable or twin-lead cable. Coaxial 
cables are shielded so they are less susceptible to hum 
or interference from adjacent cables. 



Push-on Connector 

Screw-on Coaxial 
Connector 



Round 75-ohm coaxial cable 

i , 
1 ' 

Flat 300-ohm twin-lead cable 

Most audio/video connections between components 
can be made with shielded audio and video cables that 
have RCA-type phono connectors. 



Standard Audio/Video cable with RCA-type 
phono plugs (such as No. VH83) 



Color-Coded Jacks 

The jacks on the TV's monitor panel are color-coded for 
ease of use. The video jacks are yellow, the right audio 
jacks are red, and the left audio jacks are white. When 
connecting components to each other, be sure that you 
always connect left outputs to left inputs and right 
outputs to right inputs. If a component has only one 
output (mono), connect it to the r/mono input jack. 

To connect S-VH S (Super-VH S) components, an 
S-VHS video cable is required. 



SVideo cable (such as No. VH913) 



Gold-Plated Jacks and Gold-Tipped Cables 

Gold plating helps prevent oxidation of contacts which 
provides much less loss than conventional contacts. A 
complete line of gold-tipped cables is available to help 
you obtain optimum performance from your equipment. 



The following accessories are available from most dealers 
and electronics supply stores in case you want to position 
your components farther apart or need additional cables. 



Antenna Cables 




VH81 (3-ft) 
VH82 (6-ft) 




VH89 (6-ft) 



Screw-on Cable attaches to the 
round antenna connectors (called 
75-ohm F-type) on the back of 
your VCR or TV. The ends screw 
onto the connectors for a secure 
connection. 

Push-on Cable attaches to the 
round antenna connectors (called 
75-ohm F-type) on the back of 
your VCR or TV. Ends push on for 
a quick connection. 



Audio/Video Cables 




Gold-Tipped cable 
VH83 (6-ft) 




Monaural VCR Dubbing Cable 

Double cable that lets you connect 
the video and audio jacks of two 
VHSVCRs to duplicate tapes. Can 
also be used to connect a VCR to 
your TV. Cable is color-coded and 
shielded. H as RCA-type phono 
plugs on each end. 



Stereo VCR Dubbing Cable Triple 
cable that lets you connect the 
video and audio jacks of stereo 
components. 



Gold-Tipped cable 
AH 84 (6-ft) 




VH976 (6-ft) 
VH913 (12-ft) 



S-Video Cable has multi-pin 
connectors on each end for 
connecting S-Video components 
to your TV. 
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CRK76TBL1 




Splitter 
VH47 



ANT200 



Remote Control This is the 
remote control that came 
packed with your TV. 
Replacements or spares can 
be ordered as needed. 



2-way Signal Splitter helps 
you connect to a second TV 
orVCR. 




Amplified VHF/UHF/FM 
Antenna allows you to easily 
switch from the antenna 
signal to cable or satellite 
easily without disconnecting 
antenna. 



Accessory Order Form 



Description 

Screw-on antenna cable (3-ft) 


Part No. 
VH81 


Price 
$4.95 


Qty 




Screw-on antenna cable (6-ft) 


VH82 


$6.95 






Push-on antenna cable (6-ft) 


VH89 


$5.95 






Monaural VCR Dubbing Cable (6-ft) 


VH83 


$5.95 






Stereo VCR Dubbing Cable (6-ft) 


VH84 


$9.95 






SVideo Cable (6-ft) 


VH976 


$7.95 






SVideo Cable (12-ft) 


VH913 


$8.95 






2-way Signal Splitter 


VH47 


$3.95 






Amplified Antenna 


ANT200 


$49.95 






Antenna Mixer 


193984 


$10.95 






Remote Control (CRK76TBL1) 


240896 


$39.95 






Audio # Video Adapter 


228449 


$4.35 







X 



Prices are subject to change without notice. 

Total Merchandise 

Sales Tax 

We are required by law to collect the 
appropriate sales tax for each individual 
state, country, and locality to which the 
merchandise is being sent. 

Shipping and Handling 

Total Amount Enclosed 

Use VISA, MasterCard, or Discover Card 
preferably. 

Money order or check must be in U.S. 
currency only. 

No COD or CASH. 



LU 
LU 



I 

Q 



$ 5.00 



All accessories are subject to availability. 

Where applicable, we will ship a superseding model. 



Please complete other side also 
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Charge your order on your VISA, 
MasterCard, or Discover Card by 
filling in below 

USE YOUR CREDIT CARD 

IMPORTANT: Copy complete account number 
from your VISA card 




My card expires: 



IMPORTANT: Copy complete account number 
from your MasterCard 




Copy Number 
above your 
name on 
MasterCard 



My card 
expires: 



IMPORTANT: Copy complete account number 
from your Discover Card 



My card expires: 



AUTHORIZED SIGNATURE 
(Credit card order will not be processed without signature) 
Prices are subject to change without notice. 



Print or type your name and 
address clearly. This will be 
your mailing label. 



A complete and correct 
order will save you days 
of waiting. 



United States and Canada 0 rders 

To place your order by phone, have your Visa, M asterCard 
or Discover Card ready and call the toll-free number listed 
below between 8AM and 8PM (EST) Monday through 
Friday or between 9AM and 5PM (EST) Saturday. 

U se this number only to place on order for accessory 
items listed on this order form. 

1-800-338-0376 

To place your order by mail, detach and mail the 
completed order form with credit card information, money 
order or check in U S currency (made payable to Thomson 
Consumer Electronics, Inc.) to the following address: 

Video Accessories 
PO Box 8419 
Ronks, PA 17573 



Name: . 



Street: 



City: 



Apt: 



State:. 



Zip: . 



Please make sure that both sides of this form 
have been filled out completely. 

• Allow 4 weeks for delivery. 

• All accessories are subject to availability. 

• Prices are subject to change 
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Accessories 42 

Advanced Connections 4, 6 

Audio menu 28 

Audio Output Volume & Speakers 
29 

Audio Processor 28 
Audio remote codes 24 
Audio/Video Cable 7 
Auto Channel Search 13, 33 
Auto Color 30 
Auto Tuning 18 

DVD Channel 16, 33 

SAT/Cable Channel 17, 33 

VCR1 Channel 15, 33 

VCR2 Channel 15, 33 

B 

Back of the TV 6 
Basic Connection 4, 5 
Basic Picture Controls 30 
Batteries 10, 38 
Black Level 30 
Buttons 

Front panel 23 

Remote 20 



Cable box remote codes 24 
Care and Cleaning 40 
CC 38 
Chan # 33 
Chan Labels 33 
Channel 3 34 
Channel 4 34 
Channel Block 35 
Channel Marker 38 
Channel menu 33 
Closed Caption 

Display 31 

Mode 31, 32 

PIP Display 31 

PIP Mode 31 
Coaxial Cable 4, 5, 7 
Color 30 
Color Warmth 30 
Connections 

Advanced 4, 6 

Basic 4, 5 

TV and Stereo VCR 7 
TV Only 4 

TV, VCR and Satellite Receiver 8 
TV, VCR, Satellite Receiver and 
DVD 8 

Contrast 30 

Control Panels 27 



D 

DVD Channel 16, 33 

DVD player remote codes 24 

F 

Fixed images 40 
Fixed Output, Speakers Off 29 
Front panel buttons 23 
Front Panel Lockout 35 



GUIDE Plus+ 

Getting in and out 10 
Interactive setup 14 
Menu 36 

I 

INPUTl 34 
INPUT2 34 
IR Controller 

attaching to other components 
9 

locating I R sensors on your 
components 9 

L 

Labels 18, 33 
Language 13, 31 
Locating I R sensors 9 

M 

Memory 33 

Menu Language 13, 31 
Menus 26 
Mono 28 
Mute 28 

N 

Normal List 33 

p 

Parent Approved 35 

Parental Controls 
Channel Block 35 
Front Panel Lockout 35 

Parental Controls menu 35 

Picture Presets 30 

Picture Quality menu 30 

Picture Tilt 31 

PIP (Picture in Picture) 
Buttons 37 

Closed caption display 31 
Closed caption mode 31 
PIP Chan 38 
Problems 38 
Using 37 
Point and Select 12 



R 



Remote Control 

Installing the batteries 10 

Programming 22 

Remote batteries are low 38 
Remote control 

Buttons 20 



SVideo Cable 7 
SAP 38 

SAT/Cable Channel 17, 33 

Satellite Receiver remote codes 24 

Schedule 34 

Screen menu 31 

Second Audio Program (SAP) 28 

Set 

DVD Channel 16, 33 

DVD/VCR2 Channel 18 

SAT/CABLE Channel 17, 33 

VCR1 Channel 15, 33 

VCR2 Channel 15, 33 
Set Time 34 
Setup 12 
Setup menu 36 
Sharpness 30 
Signal Type 

Cable TV 33 

UHF/VHF Antenna 33 
Sleep 38 

Sleep Timer 34, 38 
Stereo 28, 38 



Time 

Current 38 

Set Time 14 
Time menu 34 
Tint 30 

Tone Controls 28 
Troubleshooting 39 
TV Only Connection 4 

v 

Variable Output, Speakers Off 29 
Variable Output, Speakers On 29 
VCR remote codes 24 
VCR1 Channel 15, 33 
VCR2 Channel 15, 33 
Video Noise Reduction 30 

w 

Warranty 41 
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CREATING A GREENER FUTURE 

At Thomson Consumer Electronics we are dedicated to the preservation of our 
natural heritage and to a healthy and safe way of life for current and future 
generations. This is a global effort which encompasses every THOMSON 
facility throughout the world. 

We believe that clean air, clean water, a protected earth, and healthy people 
are not only practical and desirable goals, but achievable ones as well. Our 
Corporate Environmental, Health and Safety Charter acknowledges our 
commitment to protect these precious assets and provides a challenging vision 
and guideline for conducting our business. 

O THOMSON CONSUMER ELECTRONICS 

Below are a few examples of Thomson's achievements in our efforts to preserve our natural resources. 

TheEartH TheAir thewater 




Thomson reclaims millions of 
pounds of hazardous waste 
annually, diverting it from 
landfills. 

Thomson treats millions of pounds 
of waste water sludge annually 
and renders it non-hazardous. 

Thomson recycles over 50 million 
pounds of non-hazardous material 
annually that otherwise would 
have been treated as trash, an 
overall recovery rate of 50%. 

Thomson globally recycles 
millions of pounds of broken 
television picture tube glass 
annually through both internal 
and external reclaim processes. 



Thomson has replaced solvent- 
based paints at many locations 
resulting in an 80% reduction in 
toxic air emissions for equivelant 
material used. 

Thomson has eliminated the use of 
ozone-depleting substances at 
television manufacturing facilities 
around the world. 

Thomson collects and returns over 
1.5 million pounds of glass and 
furnace dust to the glass making 
process annually. 

Thomson has launched worldwide 
energy savings programs which 
contribute to efforts to reduce air 
emissions from electrical generating 
facilities. 



Thomson recovers over 2 million 
pounds of fine glass particles from 
process water each year and 
recycles them back into its glass 
furnaces. 

Thomson's state-of-the-art waste 
water treatment plants filter out 
over 26 million pounds of solids 
from process water each year. 

Thomson's U .S. glass factory 
recycles 2,500 gallons of water 
per minute and cleans 2.6 million 
gallons of water per day. 

Thomson is researching new 
processes and is developing new 
manufacturing equipment and 
technologies to further reduce 
large volume water use. 



Thomson has also increased its usage of recycled materials for packaging of our products. For example, in the U .S. and 
M exico our television plants use recycled content in our television cartons and instruction booklets. The inks used for the 
print on cartons and instruction booklets are soy based. For a free brochure regarding Thomson's Environmental Health 
and Safety Programs, write to Thomson Consumer Electronics' address below, attention Environmental Programs: 
INH340. 

Please do not send any products to the Indianapolis address listed in this manual or on the carton. This will only add 
delays in service for your product. 

The following materials were used 
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